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PROP. SITE PLAN DOCUMENTS

PROPOSED

CHASE - TALLAHASSEE
LOCATION OF SITE
3111 MAHAN DRIVE,

TALLAHASSEE, FLORIDA 32308
LEON COUNTY

PARCEL #: 1127150000020
SECTION 27, TOWNSHIP 1 NORTH, RANGE 1 EAST

FOR

PREPARED BY

GENERAL NOTE:
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THIS PROJECT

WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO
THE SPECIFICATIONS OR APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD IN
WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER SHALL CONSTITUTE

ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE THE SCOPE OF THE WORK AS DEFINED BY THE DRAWINGS AND IN
FULL CONFORMANCE WITH LOCAL REGULATIONS AND CODES.
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LOCATION MAP
SCALE: 1" = 1000'

SOURCE: MICROSOFT BING

REFERENCES
¨BOUNDARY & TOPOGRAPHIC

SURVEY:
BOHLER, LLC
1900 NW CORPORATE BLVD, SUITE 101E
BOCA RATON, FLORIDA 33431
DATED: 08/14/2025
ELEVATIONS: NAVD88

¨GEOTECHNICAL INVESTIGATION
REPORT:
ECS FLORIDA LLC
4524 N. 56TH STREET
TAMPA, FL 33610
DATED: 09/15/2025

¨ARCHITECTURAL PLAN:
INTERIOR ARCHITECTS
EMAIL: L.KUHN@INTERIORARCHITECTS.COM
PHONE: (212) 672-0279
DATED: 2/11/2026

¨LANDSCAPE:
BOHLER, LLC
135 W CENTRAL BLVD STE 600
ORLANDO, FL 32801
PHONE: (321) 234-2880
FL-PERMITS@BOHLERENG.COM

GOVERNING AGENCIES
¨PLANNING, ZONING COMMITTEE

TALLAHASSEE-LEON COUNTY PLANNING
DEPARTMENT
435 NORTH MACOMB STREET,
TALLAHASSEE, FL 32301
EMAIL: PLANNING@TALGOV.COM
PHONE: (850) 891-6400

¨BUILDING DEPARTMENT
CITY OF TALLAHASSEE BUILDING INSPECTION
435 NORTH MACOMB STREET,
TALLAHASSEE, FL 32301
EMAIL: DONALD.SWABY@TALGOV.COM
PHONE: (850) 891-7001

¨ENGINEERING DEPARTMENT
CITY OF TALLAHASSEE
300 S. ADAMS STREET
TALLAHASSEE, FL 32301
EMAIL: ARLECIA.HARRIS@TALGOV.COM

   PHONE: (850) 891-0000

¨UTILITY DEPARTMENT
CITY OF TALLAHASSEE UTILITIES
435 N. MACOMB STREET,
TALLAHASSEE, FL 32301
PHONE: (850) 891-4968

¨WATER MANAGEMENT DISTRICT
NWFWMD
81 WATER MANAGEMENT DRIVE
HAVANA, FL 32333-4712
PHONE: (850) 539-5999

THE ABOVE REFERENCED DOCUMENTS ARE INCORPORATED BY REFERENCE AS PART OF THESE PLANS, HOWEVER, BOHLER
ENGINEERING DOES NOT CERTIFY THE ACCURACY OF THE WORK REFERENCED OR DERIVED FROM THESE DOCUMENTS, BY
OTHERS.

REFERENCES AND CONTACTS

UTILITIES

¨ELECTRIC
CITY OF TALLAHASSEE ELECTRIC & GAS UTILITIES
2602 JACKSON BLUFF ROAD
TALLAHASSEE, FL 32304

   PHONE: (850) 891-4968

¨WATER
CITY OF TALLAHASSEE WATER UTILITIES
300 S ADAMS STREET
TALLAHASSEE, FL 32301

   PHONE: (850) 891-6155

¨SANITARY SEWER
CITY OF TALLAHASSEE UTILITIES
300 S ADAMS STREET
TALLAHASSEE, FL 32301

   PHONE: (850) 891-6155

PERMIT INFORMATION
FDEP SELF CERTIFICATION 0469489001EG

CITY OF TALLAHASSEE SITE PLAN REVIEW TPA250097

DEVELOPER
JLL WITH JPMORGAN CHASE

111 POLARIS PKWY
COLUMBUS, OH 43240

CONTACT: THIAGO FERREIRA
PHONE: (561) 490-3388
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CONTACT: FL-PERMITS@BOHLERENG.COM

RYAN HILEMAN, P.E. - RHILEMAN@BOHLERENG.COM

LEGAL DESCRIPTION:
A PORTION OF A PARCEL OF LAND SITUATED IN THE NORTHWEST QUARTER OF THE NORTHWEST QUARTER OF SECTION 27,
TOWNSHIP 1 NORTH, RANGE 1 EAST, LEON COUNTY, FLORIDA, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:

BEGIN AT THE SOUTHWEST CORNER OF THE NORTHWEST QUARTER OF THE NORTHWEST QUARTER OF SECTION 27, TOWNSHIP 1
NORTH, RANGE 1 EAST ALSO BEING THE POINT OF BEGINNING OF LANDS DESCRIBED IN OFFICIAL RECORDS BOOK 4759, PAGE
2331, PUBLIC RECORDS OF LEON COUNTY FLORIDA; THENCE NORTH 01°12'09" WEST, FOR A DISTANCE OF 2.71 FEET TO THE NORTH
LINE OF SAID LANDS DESCRIBED IN OFFICIAL RECORDS BOOK 4759, PAGE 2331; THENCE ALONG SAID NORTH LINE FOR THE
FOLLOWING THREE (3) COURSES; THENCE SOUTH 68°42'28" EAST, FOR A DISTANCE OF 29.42 FEET; THENCE NORTH 67°11'47" EAST,
FOR A DISTANCE OF 182.00 FEET; THENCE NORTH 22°48'13" WEST, FOR A DISTANCE OF 145.35 FEET TO A POINT ON THE SOUTH
RIGHT-OF-WAY LINE OF STATE ROAD 10 (U.S. 90), MAHAN DRIVE A VARIABLE WIDTH PUBLIC RIGHT-OF-WAY (PER FLORIDA
DEPARTMENT OF TRANSPORTATION SECTION 55020-2533); THENCE ALONG SAID SOUTH RIGHT-OF-WAY LINE, NORTH 60°15'19"
EAST, FOR A DISTANCE OF 17.05 FEET; THENCE NORTH 67°11'42" EAST, FOR A DISTANCE OF 232.94 FEET; THENCE NORTH 73°20'35"
EAST, FOR A DISTANCE OF 39.58 FEET TO THE POINT OF BEGINNING. THENCE CONTINUE ALONG THE AFOREMENTIONED SOUTH
RIGHT-OF-WAY LINE OF STATE ROAD 10 (U.S. 90), MAHAN DRIVE, NORTH 73°20'35" EAST, A DISTANCE OF 3.32 FEET; THENCE NORTH
66°28'49" EAST, FOR A DISTANCE OF 130.76 FEET; THENCE DEPARTING SAID SOUTH RIGHT-OF-WAY LINE, SOUTH 22°49'38" EAST,
FOR A DISTANCE OF 160.96 FEET; THENCE SOUTH 67°10'22" WEST, FOR A DISTANCE OF 134.06 FEET; THENCE NORTH 22°49'38"
WEST, FOR A DISTANCE OF 159.73 FEET TO THE POINT OF BEGINNING.

CONTAINING 21,470 SQUARE FEET OR 0.493 ACRES, MORE OR LESS.
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THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
REVIEW AND APPROVAL.  IT IS NOT INTENDED AS A CONSTRUCTION

DOCUMENT UNLESS INDICATED OTHERWISE.

SHEET NUMBER:

SHEET TITLE:

FLD250050.00-0A
OE
RH

02/13/2026
P-CIVL-CNDS

PROPOSED
SITE PLAN

DOCUMENTS

CLIENT

PROPOSED
DEVELOPMENT

3111 MAHAN DR.
TALLAHASSEE, FL 32308
CITY OF TALLAHASSEE
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REVISION 2 -

REVISIONS

REV DATE COMMENT DRAWN BY
CHECKED BY

05/28/2026 CITY OF TALLAHASSEE
COMMENTS

OE
RH

06/19/2026 CITY OF TALLAHASSEE
COMMENTS

OE
RH

06/19/2026

ISSUED FOR MUNICIPAL &
AGENCY REVIEW & APPROVAL

FLORIDA BUSINESS CERT. OF AUTH. No. 30780

135 WEST CENTRAL BOULEVARD,
SUITE 600

ORLANDO, FLORIDA 32801
Phone: (321) 234-2880
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THIS ITEM HAS BEEN DIGITALLY SIGNED AND
SEALED BY RYAN KEITH HILEMAN, PE, ON THE
DATE ADJACENT TO THE SEAL. PRINTED COPIES
OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SIGNATURE MUST
BE VERIFIED ON ANY ELECTRONIC COPIES.

OWNER
LAFAYETTE PLACE OMV LLC

C/O OM VENTURES LLC
3607 S WEST SHORE BLVD

TAMPA, FL 33629
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This item has been digitally signed and sealed by
Ryan Keith Hileman, PE on the date adjacent to
the seal. Signature must be verified on any
electronic copies.



DEMOLITION NOTES (Rev. 1/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. THE CONTRACTOR MUST CONDUCT DEMOLITION/REMOVALS ACTIVITIES IN SUCH A MANNER AS TO ENSURE MINIMUM
INTERFERENCE WITH ROADS, STREETS, SIDEWALKS, WALKWAYS, AND ALL OTHER ADJACENT FACILITIES. THE CONTRACTOR
MUST OBTAIN ALL APPLICABLE PERMITS FROM THE APPROPRIATE GOVERNMENTAL AUTHORITY(IES) PRIOR TO THE
COMMENCEMENT OF ANY ROAD OPENING OR DEMOLITION ACTIVITIES IN OR ADJACENT TO THE RIGHT-OF-WAY.

3. WHEN DEMOLITION-RELATED ACTIVITIES IMPACT ROADWAYS AND/OR ROADWAY RIGHT-OF-WAY, THE CONTRACTOR MUST
PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED SAFE PRACTICES IN CONFORMANCE WITH THE CURRENT FEDERAL
HIGHWAY ADMINISTRATION "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD), AND THE FEDERAL, STATE, AND LOCAL
REGULATIONS.

4. THE DEMOLITION (AND/OR REMOVALS) PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION AND TO IDENTIFY ONLY
CONDITIONS REGARDING ITEMS TO BE DEMOLISHED, REMOVED, AND/OR TO REMAIN.
A. THE CONTRACTOR MUST ALSO REVIEW ALL CONSTRUCTION DOCUMENTS AND INCLUDE WITHIN THE DEMOLITION ACTIVITIES

ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.
B. THIS PLAN IS NOT INTENDED TO AND DOES NOT PROVIDE DIRECTION REGARDING THE MEANS, METHODS, SEQUENCING,

TECHNIQUES AND PROCEDURES TO BE EMPLOYED TO ACCOMPLISH THE WORK. ALL MEANS, METHODS, SEQUENCING,
TECHNIQUES AND PROCEDURES TO BE USED MUST BE IN STRICT ACCORDANCE AND CONFORMANCE WITH ALL STATE,
FEDERAL, LOCAL, AND JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR MUST COMPLY WITH ALL OSHA AND OTHER
SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE FOR THE CONTRACTOR AND THE PUBLIC.

5. THE CONTRACTOR MUST PROVIDE ALL "METHODS AND MEANS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR
COLLAPSE OF EXISTING STRUCTURES, AND ANY OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE. THE
CONTRACTOR, AT THE CONTRACTOR'S SOLE COST, MUST REPAIR ALL DAMAGE TO ALL ITEMS AND FEATURES THAT ARE TO
REMAIN. CONTRACTOR MUST USE NEW MATERIAL FOR ALL REPAIRS. CONTRACTOR'S REPAIRS MUST INCLUDE THE
RESTORATION OF ALL ITEMS AND FEATURES REPAIRED TO THEIR PRE-DEMOLITION CONDITION, OR BETTER. CONTRACTOR MUST
PERFORM ALL REPAIRS AT THE CONTRACTOR'S SOLE EXPENSE.

6. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR JOB SITE SAFETY OR SUPERVISION. THE
CONTRACTOR MUST PROCEED WITH THE DEMOLITION IN A SYSTEMATIC AND SAFE MANNER, COMPLYING WITH ALL OSHA
REQUIREMENTS, TO ENSURE PUBLIC AND CONTRACTOR SAFETY AND SAFETY TO ALL PROPERTY ON THE SITE OR ADJACENT OR
NEAR TO THE SAME.

7. THE CONTRACTOR IS RESPONSIBLE FOR JOB SITE SAFETY, WHICH MUST INCLUDE, BUT IS NOT LIMITED TO, THE INSTALLATION
AND MAINTENANCE OF BARRIERS, FENCING, OTHER APPROPRIATE AND/OR NECESSARY SAFETY FEATURES AND ITEMS
NECESSARY TO PROTECT THE PUBLIC FROM AREAS OF CONSTRUCTION AND CONSTRUCTION ACTIVITIES. THE CONTRACTOR
MUST SAFEGUARD THE SITE AS NECESSARY TO PERFORM THE DEMOLITION IN SUCH A MANNER AS TO PREVENT THE ENTRY OF
ALL UNAUTHORIZED PERSONS AT ANY TIME, TO OR NEAR THE DEMOLITION AREA.

8. PRIOR TO THE COMMENCEMENT OF ANY SITE ACTIVITY AND ANY DEMOLITION ACTIVITY, THE CONTRACTOR MUST, IN WRITING,
RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS AND/OR SPECIFICATIONS, ALL CONCERNS OR
QUESTIONS REGARDING THE APPLICABLE SAFETY STANDARDS, AND/OR THE SAFETY OF THE CONTRACTOR AND/OR THIRD
PARTIES IN PERFORMING THE WORK ON THIS PROJECT. ANY SUCH CONCERNS MUST BE CONVEYED TO THE PROFESSIONAL OF
RECORD AND BOHLER, IN WRITING AND MUST ADDRESS ALL ISSUES AND ITEMS RESPONDED TO, BY THE PROFESSIONAL OF
RECORD AND BY BOHLER, IN WRITING. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED IN ACCORDANCE WITH THE
REQUIREMENTS OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS,
RULES, REQUIREMENTS, STATUTES, ORDINANCES AND CODES.

9. THE CONTRACTOR MUST BECOME FAMILIAR WITH THE APPLICABLE UTILITY SERVICE PROVIDER REQUIREMENTS AND IS
RESPONSIBLE FOR ALL COORDINATION REGARDING UTILITY DEMOLITION AND/OR DISCONNECTION AS IDENTIFIED OR REQUIRED
FOR THE PROJECT. THE CONTRACTOR MUST PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES
AND SERVICES HAVE BEEN TERMINATED, REMOVED AND/OR ABANDONED IN ACCORDANCE WITH THE JURISDICTION AND UTILITY
COMPANY REQUIREMENTS AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

10. PRIOR TO COMMENCING ANY DEMOLITION, THE CONTRACTOR MUST:
A. OBTAIN ALL REQUIRED PERMITS AND MAINTAIN THE SAME ON SITE FOR REVIEW BY THE PROFESSIONAL OF RECORD AND

ALL PUBLIC AGENCIES WITH JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT, SITE WORK, AND DEMOLITION
WORK.

B. NOTIFY, AT A MINIMUM, THE MUNICIPAL ENGINEER, DESIGN ENGINEER, AND LOCAL SOIL CONSERVATION JURISDICTION, AT
LEAST 72 BUSINESS HOURS PRIOR TO THE COMMENCEMENT OF WORK.

C. INSTALL THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE, AND MAINTAIN
SAID CONTROLS UNTIL SITE IS STABILIZED

D. IN ACCORDANCE WITH STATE LAW, THE CONTRACTOR MUST CALL THE STATE ONE-CALL DAMAGE PROTECTION SYSTEM FOR
UTILITY MARK OUT, IN ADVANCE OF ANY EXCAVATION.

E. LOCATE AND PROTECT ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC, SANITARY
AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN AND ADJACENT TO THE LIMITS OF PROJECT
ACTIVITIES. THE CONTRACTOR MUST USE AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY
NOTIFICATION SYSTEM TO LOCATE ALL UNDERGROUND UTILITIES.

F. PROTECT AND MAINTAIN IN OPERATION, ALL ACTIVE UTILITIES AND SYSTEMS THAT ARE NOT BEING REMOVED DURING ANY
DEMOLITION ACTIVITIES.

G. ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) FOR THE TEMPORARY OR
PERMANENT TERMINATION OF SERVICE REQUIRED BY THE PROJECT PLANS AND SPECIFICATIONS REGARDING THE
METHODS AND MEANS TO CONSTRUCT SAME. THESE ARE NOT THE PROFESSIONAL OF RECORD'S OR BOHLER
RESPONSIBILITY. IN THE EVENT OF ABANDONMENT, THE CONTRACTOR MUST PROVIDE THE UTILITY ENGINEER AND OWNER
WITH IMMEDIATE WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND
ABANDONED IN ACCORDANCE WITH JURISDICTIONAL AND UTILITY COMPANY REQUIREMENTS.

H. ARRANGE FOR AND COORDINATE WITH THE APPLICABLE UTILITY SERVICE PROVIDER(S) REGARDING WORKING "OFF-PEAK"
HOURS OR ON WEEKENDS AS NECESSARY OR AS REQUIRED TO MINIMIZE THE IMPACT ON, OF, AND TO THE AFFECTED
PARTIES. WORK REQUIRED TO BE PERFORMED "OFF-PEAK" IS TO BE PERFORMED AT NO ADDITIONAL COST TO THE OWNER.

I. IN THE EVENT THE CONTRACTOR DISCOVERS ANY HAZARDOUS MATERIAL, THE REMOVAL OF WHICH IS NOT ADDRESSED IN
THE PROJECT PLANS AND SPECIFICATIONS OR THE CONTRACT WITH THE OWNER/DEVELOPER, THE CONTRACTOR MUST
IMMEDIATELY CEASE ALL WORK IN THE AREA OF DISCOVERY, AND IMMEDIATELY NOTIFY, IN WRITING AND VERBALLY, THE
OWNER, PROFESSIONAL OF RECORD AND BOHLER, THE DISCOVERY OF SUCH MATERIALS TO PURSUE PROPER AND
COMPLIANT REMOVAL OF SAME.

11. THE CONTRACTOR MUST NOT PERFORM ANY EARTH MOVEMENT ACTIVITIES, DEMOLITION OR REMOVAL OF FOUNDATION WALLS,
FOOTINGS, OR OTHER MATERIALS WITHIN THE LIMITS OF DISTURBANCE, UNLESS SAME IS IN STRICT ACCORDANCE AND
CONFORMANCE WITH THE PROJECT PLANS AND SPECIFICATIONS, OR PURSUANT TO THE WRITTEN DIRECTION OF THE OWNER'S
STRUCTURAL OR GEOTECHNICAL ENGINEER.

12. DEMOLITION ACTIVITIES AND EQUIPMENT MUST NOT USE OR INCLUDE AREAS OUTSIDE THE DEFINED PROJECT LIMIT LINE,
WITHOUT SPECIFIC WRITTEN PERMISSION AND AUTHORITY OF AND FROM THE OWNER AND ALL GOVERNMENTAL AGENCIES
WITH JURISDICTION.

13. THE CONTRACTOR MUST BACKFILL ALL EXCAVATION RESULTING FROM, OR INCIDENTAL TO, DEMOLITION ACTIVITIES. BACKFILL
MUST BE ACCOMPLISHED WITH APPROVED BACKFILL MATERIALS AND MUST BE SUFFICIENTLY COMPACTED TO SUPPORT ALL
NEW IMPROVEMENTS AND MUST BE PERFORMED IN COMPLIANCE WITH THE RECOMMENDATIONS AND GUIDANCE ARTICULATED
IN THE GEOTECHNICAL REPORT. BACKFILLING MUST OCCUR IMMEDIATELY AFTER DEMOLITION ACTIVITIES AND MUST BE
PERFORMED SO AS TO PREVENT WATER ENTERING THE EXCAVATION. FINISHED SURFACES MUST BE GRADED TO PROMOTE
POSITIVE DRAINAGE. THE CONTRACTOR IS RESPONSIBLE FOR COMPACTION TESTING AND MUST SUBMIT SUCH REPORTS AND
RESULTS TO THE PROFESSIONAL OF RECORD AND THE OWNER.

14. EXPLOSIVES MUST NOT BE USED WITHOUT PRIOR WRITTEN CONSENT FROM BOTH THE OWNER AND ALL APPLICABLE,
NECESSARY AND REQUIRED GOVERNMENTAL AUTHORITIES. PRIOR TO COMMENCING ANY EXPLOSIVE PROGRAM AND/OR ANY
DEMOLITION ACTIVITIES, THE CONTRACTOR MUST ENSURE AND OVERSEE THE INSTALLATION OF ALL OF THE REQUIRED PERMIT
AND EXPLOSIVE CONTROL MEASURES THAT THE FEDERAL, STATE, AND LOCAL GOVERNMENTS REQUIRE. THE CONTRACTOR IS
ALSO RESPONSIBLE TO CONDUCT AND PERFORM ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS REQUIRED TO
MONITOR THE EFFECTS ON ALL LOCAL STRUCTURES AND THE LIKE.

15. IN ACCORDANCE WITH FEDERAL, STATE, AND/OR LOCAL STANDARDS, THE CONTRACTOR MUST USE DUST CONTROL MEASURES
TO LIMIT AIRBORNE DUST AND DIRT RISING AND SCATTERING IN THE AIR. AFTER THE DEMOLITION IS COMPLETE, THE
CONTRACTOR MUST CLEAN ALL ADJACENT STRUCTURES AND IMPROVEMENTS TO REMOVE ALL DUST AND DEBRIS WHICH THE
DEMOLITION OPERATIONS CAUSE. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR
"PRE-DEMOLITION" CONDITION AT CONTRACTOR'S SOLE COST.

16. PAVEMENT MUST BE SAW CUT IN STRAIGHT LINES. ALL DEBRIS FROM REMOVAL OPERATIONS MUST BE REMOVED FROM THE
SITE AT THE TIME OF EXCAVATION. STOCKPILING OF DEBRIS OUTSIDE OF APPROVED AREAS WILL NOT BE PERMITTED,
INCLUDING BUT NOT LIMITED TO, THE PUBLIC RIGHT-OF-WAY.

17. THE CONTRACTOR MUST MAINTAIN A RECORD SET OF PLANS WHICH INDICATES THE LOCATION OF EXISTING UTILITIES THAT ARE
CAPPED, ABANDONED IN PLACE, OR RELOCATED DUE TO DEMOLITION ACTIVITIES. THIS RECORD DOCUMENT MUST BE
PREPARED IN A NEAT AND WORKMAN-LIKE MANNER AND TURNED OVER TO THE OWNER/DEVELOPER UPON COMPLETION OF THE
WORK, ALL OF WHICH IS AT THE CONTRACTOR'S SOLE COST.

18. THE CONTRACTOR MUST EMPTY, CLEAN AND REMOVE FROM THE SITE ALL UNDERGROUND STORAGE TANKS, IF ENCOUNTERED,
IN ACCORDANCE WITH FEDERAL, STATE, COUNTY AND LOCAL REQUIREMENTS, PRIOR TO CONTINUING CONSTRUCTION IN THE
AREA AROUND THE TANK WHICH EMPTYING, CLEANING AND REMOVAL ARE AT THE CONTRACTOR'S SOLE COST.

SITE LAYOUT NOTES
(Rev. 1/2020)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE
PART OF THE CONTRACT DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE
CONTRACTOR MUST REFER TO THEM AND FULLY COMPLY WITH THESE NOTES, IN THEIR ENTIRETY.
THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY WITH ALL OF THE
GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. PRIOR TO THE COMMENCEMENT OF GENERAL CONSTRUCTION, THE CONTRACTOR MUST INSTALL
SOIL EROSION CONTROL AND ANY STORMWATER POLLUTION PREVENTION PLAN (SWPPP)
MEASURES NECESSARY, AS INDICATED ON THE APPROVED SOIL EROSION AND SEDIMENT CONTROL
PLAN AND IN ACCORDANCE WITH APPLICABLE AND/OR APPROPRIATE AGENCIES' GUIDELINES TO
PREVENT SEDIMENT AND/OR LOOSE DEBRIS FROM WASHING ONTO ADJACENT PROPERTIES OR THE
RIGHT OF WAY.

3. ALL DIRECTIONAL/TRAFFIC SIGNING AND PAVEMENT STRIPING MUST CONFORM TO THE LATEST
STANDARDS OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND ANY
APPLICABLE STATE OR LOCALLY APPROVED SUPPLEMENTS, GUIDELINES, RULES, REGULATIONS,
STANDARDS AND THE LIKE.

4. THE LOCATIONS OF PROPOSED UTILITY POLES AND TRAFFIC SIGNS SHOWN ON THE PLANS ARE
SCHEMATIC AND PRELIMINARY. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD-VERIFYING
THEIR LOCATION. THE CONTRACTOR MUST COORDINATE THE RELOCATION OF TRAFFIC SIGNS WITH
THE ENTITY WITH JURISDICTION OVER THE PROJECT.

5. ALL DIMENSIONS SHOWN ARE TO BOTTOM FACE OF CURB, EDGE OF PAVEMENT, OR EDGE OF
BUILDING, EXCEPT WHEN DIMENSION IS TO A PROPERTY LINE, STAKE OUT OF LOCATIONS OF INLETS,
LIGHT POLES, ETC. MUST BE PERFORMED IN STRICT ACCORDANCE WITH THE DETAILS, UNLESS
NOTED CLEARLY OTHERWISE.

GRADING NOTES (Rev. 1/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. SITE GRADING MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS
SET FORTH IN THE GEOTECHNICAL REPORT AS REFERENCED IN THIS PLAN SET. IF NO GEOTECHNICAL REPORT HAS BEEN
REFERENCED, THE CONTRACTOR MUST HAVE A GEOTECHNICAL ENGINEER PROVIDE WRITTEN SPECIFICATIONS AND
RECOMMENDATIONS PRIOR TO THE CONTRACTOR COMMENCING THE GRADING WORK. THE CONTRACTOR MUST FOLLOW THE
REQUIREMENTS OF ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL LAWS, WHICH HAVE JURISDICTION OVER THIS PROJECT.

3. THE CONTRACTOR IS REQUIRED TO SECURE ALL NECESSARY AND/OR REQUIRED PERMITS AND APPROVALS FOR ALL OFF-SITE
MATERIAL SOURCES AND DISPOSAL FACILITIES. THE CONTRACTOR MUST SUPPLY A COPY OF APPROVALS TO THE
PROFESSIONAL OF RECORD, BOHLER AND THE OWNER PRIOR TO THE CONTRACTOR COMMENCING ANY WORK.

4. THE CONTRACTOR IS FULLY RESPONSIBLE FOR VERIFYING EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT
ELEVATIONS PRIOR TO COMMENCING ANY CONSTRUCTION. SHOULD DISCREPANCIES BETWEEN THE PLANS AND INFORMATION
OBTAINED THROUGH FIELD VERIFICATIONS BE IDENTIFIED OR EXIST, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING.

5. THE CONTRACTOR IS RESPONSIBLE FOR REMOVING AND REPLACING ALL UNSUITABLE MATERIALS WITH SUITABLE MATERIALS
AS SPECIFIED IN THE GEOTECHNICAL REPORT. THE CONTRACTOR MUST COMPACT ALL EXCAVATED OR FILLED AREAS IN STRICT
ACCORDANCE WITH THE GEOTECHNICAL REPORT'S GUIDANCE. MOISTURE CONTENT AT TIME OF PLACEMENT MUST BE
SUBMITTED IN A COMPACTION REPORT PREPARED BY A QUALIFIED GEOTECHNICAL ENGINEER, REGISTERED WITH THE STATE
WHERE THE WORK IS PERFORMED. THIS REPORT MUST VERIFY THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE
BUILDING PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS
AND THE RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES,
STATUTES, LAWS, ORDINANCES AND CODES WHICH ARE IN EFFECT AND WHICH ARE APPLICABLE TO THE PROJECT. SUBBASE
MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT MUST BE FREE OF ORGANICS AND OTHER UNSUITABLE MATERIALS. SHOULD
SUBBASE BE DEEMED UNSUITABLE BY OWNER/DEVELOPER, OR OWNER/DEVELOPER'S REPRESENTATIVE, SUBBASE MUST BE
REMOVED AND FILLED WITH APPROVED FILL MATERIAL, COMPACTED AS THE GEOTECHNICAL REPORT DIRECTS. EARTHWORK
ACTIVITIES INCLUDING, BUT NOT LIMITED TO, EXCAVATION, BACKFILL, AND COMPACTING MUST COMPLY WITH THE
RECOMMENDATIONS IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS,
ORDINANCES AND CODES. EARTHWORK ACTIVITIES MUST COMPLY WITH THE STANDARD STATE DOT SPECIFICATIONS FOR
ROADWAY CONSTRUCTION (LATEST EDITION) AND ANY AMENDMENTS OR REVISIONS THERETO.

6. IN THE EVENT OF A DISCREPANCY(IES) AND/OR A CONFLICT(S) BETWEEN PLANS, OR RELATIVE TO OTHER PLANS, THE GRADING
PLAN TAKES PRECEDENCE AND CONTROLS. THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD
AND BOHLER, IN WRITING, OF ANY DISCREPANCY(IES) AND/OR CONFLICT(S).

7. THE CONTRACTOR IS RESPONSIBLE TO IMPORT FILL OR EXPORT EXCESS MATERIAL AS NECESSARY TO CONFORM TO THE
PROPOSED GRADING, AND TO BACKFILL EXCAVATIONS FOR THE INSTALLATION OF UNDERGROUND IMPROVEMENTS.

ACCESSIBILITY DESIGN GUIDELINES (Rev. 1/2023)

1. ALL ACCESSIBLE (A.K.A. ADA) COMPONENTS AND ACCESSIBLE ROUTES MUST BE CONSTRUCTED TO MEET, AT A MINIMUM, THE
MORE STRINGENT OF: (A) THE REQUIREMENTS OF THE "AMERICANS WITH DISABILITIES ACT" (ADA) CODE (42 U.S.C. § 12101 ET
SEQ. AND 42 U.S.C. § 4151 ET SEQ.); AND (B) ANY APPLICABLE LOCAL AND STATE GUIDELINES, AND ANY AND ALL AMENDMENTS
TO BOTH, WHICH ARE IN EFFECT WHEN THESE PLANS WERE COMPLETED.

2. THE CONTRACTOR MUST REVIEW ALL DOCUMENTS REFERENCED IN THESE NOTES FOR ACCURACY, COMPLIANCE AND
CONSISTENCY WITH INDUSTRY GUIDELINES.

3. THE CONTRACTOR MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF ACCESSIBLE (ADA)
COMPONENTS AND ACCESSIBLE ROUTES FOR THE SITE. FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL FROM
PARKING SPACES, PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS, AND INTER-BUILDING ACCESS, TO POINTS OF ACCESSIBLE
BUILDING ENTRANCE/EXIT, MUST COMPLY WITH THE ACCESSIBLE GUIDELINES AND REQUIREMENTS WHICH INCLUDE, BUT ARE
NOT LIMITED TO THE FOLLOWING:
A. ACCESSIBLE PARKING SPACES AND ACCESS AISLES SLOPES MUST NOT EXCEED 1:50 (2.0%) IN ANY DIRECTION.
B. PATH OF TRAVEL ALONG ACCESSIBLE ROUTE MUST PROVIDE A 36-INCHES MINIMUM WIDTH (48-INCHES PREFERRED), OR AS

SPECIFIED BY THE GOVERNING AGENCY. UNOBSTRUCTED WIDTH OF TRAVEL (CAR OVERHANGS AND/OR HANDRAILS) MUST
NOT REDUCE THIS MINIMUM WIDTH. THE SLOPE MUST NOT EXCEED 1:20 (5.0%) IN THE DIRECTION OF TRAVEL AND MUST NOT
EXCEED 1:50 (2.0%) IN CROSS SLOPE. WHERE ACCESSIBLE PATH OF TRAVEL IS GREATER THAN 1:20 (5.0%), AN ACCESSIBLE
RAMP MUST BE PROVIDED. ALONG THE ACCESSIBLE PATH OF TRAVEL, OPENINGS MUST NOT EXCEED 1/2-INCH IN WIDTH.
VERTICAL CHANGES OF UP TO 1/2-INCH ARE PERMITTED ONLY IF THEY INCLUDES A 1/4-INCH BEVEL AT A SLOPE NOT
STEEPER THAN 1:2. NO VERTICAL CHANGES OVER 1/4-INCH ARE PERMITTED.

C. ACCESSIBLE RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%) AND A RISE OF 30-INCHES. LEVEL LANDINGS MUST BE
PROVIDED AT EACH END OF ACCESSIBLE RAMPS. LANDING MUST PROVIDE POSITIVE DRAINAGE AWAY FROM STRUCTURES,
AND MUST NOT EXCEED 1:50 (2.0%) SLOPE IN ANY DIRECTION. RAMPS THAT CHANGE DIRECTION BETWEEN RUNS AT
LANDINGS MUST HAVE A CLEAR LANDING OF A MINIMUM OF 60-INCHES BY 60-INCHES. HAND RAILS ON BOTH SIDES OF THE
RAMP MUST BE PROVIDED ON AN ACCESSIBLE RAMP WITH A RISE GREATER THAN 6-INCHES.

D. ACCESSIBLE CURB RAMPS MUST NOT EXCEED A SLOPE OF 1:12 (8.3%). WHERE FLARED SIDES ARE PROVIDED, THEY MUST
NOT EXCEED 1:10 (10%) SLOPE. LEVEL LANDING MUST BE PROVIDED AT RAMPS TOP AT A MINIMUM OF 36-INCHES LONG
(48-INCHES PREFERRED). IN ALTERATIONS, WHEN THERE IS NO LANDING AT THE TOP, FLARE SIDES SLOPES MUST NOT
EXCEED A SLOPE OF 1:12 (8.3%).

E. DOORWAY LANDINGS AREAS MUST BE PROVIDED ON THE EXTERIOR SIDE OF ANY DOOR LEADING TO AN ACCESSIBLE PATH
OF TRAVEL. THIS LANDING MUST BE SLOPED AWAY FROM THE DOOR NO MORE THAN 1:50 (2.0%) FOR POSITIVE DRAINAGE.
THIS LANDING AREA MUST BE NO FEWER THAN 60-INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE CLEARLY PERMITTED
BY ACCESSIBLE STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS. (SEE ICC/ANSI A117.1-2009 AND OTHER
REFERENCES INCORPORATED BY CODE).

F. WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION, REVISION OR EXTENSION OF OR TO
ACCESSIBLE COMPONENTS FROM EXISTING DOORWAYS OR SURFACES, THE CONTRACTOR MUST VERIFY ALL EXISTING
ELEVATIONS SHOWN ON THE PLAN. NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'S ADA STANDARDS FOR
ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES. THE CONTRACTOR MUST
IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY DISCREPANCIES AND/OR FIELD
CONDITIONS THAT DIFFER IN ANY WAY OR IN ANY RESPECT FROM WHAT IS SHOWN ON THE PLANS BEFORE COMMENCING
ANY WORK. CONSTRUCTED IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM LIMITATIONS IMPOSED BY THE
BARRIER FREE REGULATIONS AND THE ACCESSIBLE GUIDELINES.

G. THE CONTRACTOR MUST VERIFY ALL OF THE SLOPES OF THE CONTRACTOR'S FORMS PRIOR TO POURING CONCRETE. IF
ANY NON-CONFORMANCE EXISTS OR IS OBSERVED OR DISCOVERED, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, PRIOR TO POURING CONCRETE. THE CONTRACTOR IS SOLELY
RESPONSIBLE FOR ALL COSTS TO REMOVE, REPAIR AND/OR REPLACE NON-CONFORMING CONCRETE AND/OR PAVEMENT
SURFACES.

4. IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED CONSTRUCTION TO ENSURE SAME IS
CONSISTENT WITH THE LOCAL BUILDING CODE PRIOR TO COMMENCING CONSTRUCTION.

DRAINAGE AND UTILITY NOTES (Rev. 3/2023)

1. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN, AND THE CONTRACTOR MUST REFER TO THEM AND FULLY
COMPLY WITH THESE NOTES, IN THEIR ENTIRETY. THE CONTRACTOR MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY
WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS' SPECIFIC NOTES.

2. LOCATIONS OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE, AND THE CONTRACTOR MUST INDEPENDENTLY
VERIFY AND CONFIRM THOSE LOCATIONS AND SERVICES WITH LOCAL UTILITY COMPANIES PRIOR TO COMMENCING ANY
CONSTRUCTION OR EXCAVATION. THE CONTRACTOR MUST INDEPENDENTLY VERIFY AND CONFIRM ALL SANITARY CONNECTION
POINTS AND ALL OTHER UTILITY SERVICE CONNECTION POINTS IN THE FIELD, PRIOR TO COMMENCING ANY CONSTRUCTION. THE
CONTRACTOR MUST REPORT ALL DISCREPANCIES, ERRORS AND OMISSIONS IN WRITING, TO THE PROFESSIONAL OF RECORD
AND BOHLER.

3. THE CONTRACTOR MUST VERTICALLY AND HORIZONTALLY LOCATE ALL UTILITIES AND SERVICES INCLUDING, BUT NOT LIMITED
TO, GAS, WATER, ELECTRIC, SANITARY AND STORM, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN THE LIMITS OF
DISTURBANCE OR WORK SPACE, WHICHEVER IS GREATER. THE CONTRACTOR MUST USE, REFER TO, AND COMPLY WITH THE
REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL OF THE UNDERGROUND UTILITIES. THE
CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL DAMAGE TO ANY EXISTING UTILITIES WHICH OCCUR DURING
CONSTRUCTION, AT NO COST TO THE OWNER AND AT CONTRACTOR'S SOLE COST AND EXPENSE. THE CONTRACTOR MUST BEAR
ALL COSTS ASSOCIATED WITH DAMAGE TO ANY EXISTING UTILITIES WHICH OCCURS DURING CONSTRUCTION. 

4. THE CONTRACTOR MUST FIELD VERIFY THE PROPOSED INTERFACE POINTS (CROSSINGS) WITH EXISTING UNDERGROUND
UTILITIES BY USING A TEST PIT TO CONFIRM EXACT DEPTH, PRIOR TO COMMENCEMENT OF CONSTRUCTION.

5. STORMWATER ROOF DRAIN LOCATIONS ARE BASED ON ARCHITECTURAL PLANS. THE CONTRACTOR IS RESPONSIBLE FOR
VERIFYING LOCATIONS, SIZE, AND MATERIAL OF SAME BASED UPON FINAL ARCHITECTURAL PLANS. 

6. THE CONTRACTOR IS RESPONSIBLE FOR COORDINATING SITE PLAN DOCUMENTS AND ARCHITECTURAL PLANS FOR EXACT
BUILDING UTILITY CONNECTION LOCATIONS; GREASE TRAP REQUIREMENTS; AND DETAILS, DOOR ACCESS, AND EXTERIOR
GRADING. THE ARCHITECT WILL DETERMINE THE UTILITY SERVICE SIZES. THE CONTRACTOR MUST COORDINATE INSTALLATION
OF UTILITY SERVICES WITH THE INDIVIDUAL COMPANIES TO AVOID CONFLICTS AND TO ENSURE THAT PROPER DEPTHS ARE
ACHIEVED. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT INSTALLATION OF ALL IMPROVEMENTS COMPLIES WITH ALL
UTILITY REQUIREMENTS OF THE APPLICABLE JURISDICTION AND REGULATORY AGENCIES AND ALL OTHER APPLICABLE
REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES AND, FURTHER, IS RESPONSIBLE FOR COORDINATING THE
UTILITY TIE-INS/CONNECTIONS PRIOR TO CONNECTING TO THE EXISTING UTILITY/SERVICE. WHERE A CONFLICT(S) EXISTS
BETWEEN THESE DOCUMENTS AND THE ARCHITECTURAL PLANS, OR WHERE ARCHITECTURAL PLAN UTILITY CONNECTION
POINTS DIFFER, THE CONTRACTOR MUST IMMEDIATELY NOTIFY THE PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, AND
PRIOR TO CONSTRUCTION, MUST RESOLVE SAME.

7. ALL FILL, COMPACTION, AND BACKFILL MATERIALS REQUIRED FOR UTILITY INSTALLATION MUST BE EXACTLY AS PER THE
RECOMMENDATIONS PROVIDED IN THE GEOTECHNICAL REPORT AND THE CONTRACTOR MUST COORDINATE SAME WITH THE
APPLICABLE UTILITY COMPANY SPECIFICATIONS. WHEN THE PROJECT DOES NOT HAVE GEOTECHNICAL RECOMMENDATIONS,
FILL AND COMPACTION MUST COMPLY WITH APPLICABLE REQUIREMENTS AND SPECIFICATIONS. THE PROFESSIONAL OF
RECORD AND BOHLER ARE NOT RESPONSIBLE FOR DESIGN OF TRENCH BACKFILL OR FOR COMPACTION REQUIREMENTS

8. DURING THE INSTALLATION OF SANITARY, STORM, AND ALL UTILITIES, THE CONTRACTOR MUST MAINTAIN A CONTEMPORANEOUS
AND THOROUGH RECORD OF CONSTRUCTION TO IDENTIFY THE AS-INSTALLED LOCATIONS OF ALL UNDERGROUND
INFRASTRUCTURE. THE CONTRACTOR MUST CAREFULLY NOTE ANY INSTALLATIONS THAT DEVIATE, IN ANY RESPECT, FROM THE
INFORMATION CONTAINED IN THESE PLANS. THIS RECORD MUST BE KEPT ON A CLEAN COPY OF THE APPROPRIATE PLAN(S),
WHICH THE CONTRACTOR MUST PROMPTLY PROVIDE TO THE OWNER IMMEDIATELY UPON THE COMPLETION OF WORK.

9. THE CONTRACTOR MUST ENSURE THAT ALL UTILITY TRENCHES LOCATED IN EXISTING PAVED ROADWAYS INCLUDING SANITARY,
WATER AND STORM SYSTEMS, ARE REPAIRED IN ACCORDANCE WITH REFERENCED MUNICIPAL, COUNTY AND OR STATE DOT
DETAILS AS APPLICABLE. THE CONTRACTOR MUST COORDINATE INSPECTION AND APPROVAL OF COMPLETED WORK WITH THE
AGENCY WITH JURISDICTION OVER SAME.

10. FINAL LOCATIONS OF PROPOSED UTILITY POLES, AND/ OR POLES TO BE RELOCATED ARE AT THE SOLE DISCRETION OF THE
RESPECTIVE UTILITY COMPANY, REGARDLESS OF WHAT THIS PLAN DEPICTS.

11. WATER SERVICE MATERIALS, BURIAL DEPTH, AND COVER REQUIREMENTS MUST BE SPECIFIED BY THE LOCAL UTILITY COMPANY.
THE CONTRACTOR MUST CONTACT THE APPLICABLE MUNICIPALITY TO CONFIRM THE PROPER WATER METER AND VAULT, PRIOR
TO COMMENCING CONSTRUCTION.

12. THE TOPS OF EXISTING MANHOLES, INLET STRUCTURES, AND SANITARY CLEANOUT MUST BE ADJUSTED, AS NECESSARY, TO
MATCH PROPOSED FINISHED GRADES WITH NO TRIPPING OR SAFETY HAZARD IN ACCORDANCE WITH ALL APPLICABLE
STANDARDS, REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

OUTSIDE SOURCE NOTES
(Rev. 11/2023)

ANY INFORMATION, DRAWINGS, DATA, PLANS, SPECIFICATIONS, MATERIALS, FIGURES, DOCUMENTATION,
REPORTS, AND THE LIKE WHICH IS INDICATED TO HAVE BEEN PREPARED “BY OTHERS” (HEREIN, “BY
OTHERS REPORTS, DOCUMENTS AND DETAILS”) HAS BEEN OR WILL BE CREATED, DEVELOPED,
PREPARED, PERFORMED, AND ANALYZED BY AN ENTITY OR PARTY OTHER THAN THE “BOHLER” ENTITY
INVOLVED WITH THIS PROJECT.  THE “BOHLER” ENTITY IS NOT IN ANY WAY RESPONSIBLE FOR THE BY
OTHERS REPORTS, DOCUMENTS AND DETAILS EVEN IF/WHERE INCLUDED IN THE “BOHLER” ENTITY'S
PLANS, REPORTS, ETC.  SAME HAS BEEN INCLUDED ON THIS PLAN FOR THE CONVENIENCE, ONLY, OF
THE PROJECT OWNER, DEVELOPERS, CONTRACTORS AND CONSULTANTS AND IN ORDER TO
COORDINATE THE “BOHLER” ENTITY'S DESIGN WITH THAT OF “OTHERS”.  THE “BOHLER” ENTITY HAS
ASSUMED, FOR PURPOSES OF THIS PLAN, THAT THE BY OTHERS REPORTS, DOCUMENTS AND DETAILS
ARE CURRENT AND, IF APPLICABLE, PREPARED IN STRICT ACCORDANCE WITH ALL APPLICABLE COUNTY,
STATE, FEDERAL AND OTHER STATUTES, LAWS, RULES, REGULATIONS, ORDINANCES AND THE LIKE.
THE “BOHLER” ENTITY SPECIFICALLY DISCLAIMS ANY AND ALL LIABILITY AND RESPONSIBILITY FOR BY
OTHERS REPORTS, DOCUMENTS AND DETAILS.  THE ENTITY OR PERSON WHO CREATED THE
INFORMATION CONTAINED IN THE BY OTHERS REPORTS, DOCUMENTS AND DETAILS (EXCLUDING
INFORMATION AND/OR DETAILS SOLELY SUPPLIED BY A JURISDICTION AND/OR GOVERNING BODY)
AGREES BY PARTICIPATING IN THIS PROJECT, RECEIVING, REVIEWING, USING AND/OR RELYING UPON
THIS DOCUMENT, AND/OR BY AGREEING TO THE PROJECT OWNER/DEVELOPER'S CONTRACT
DOCUMENTS, TO DEFEND, INDEMNIFY, PROTECT AND HOLD HARMLESS THE “BOHLER” ENTITY THAT
PREPARED THIS DOCUMENT AND ITS EMPLOYEES FOR ANY AND ALL DAMAGES, INJURIES, COSTS,
EXPENSES AND THE LIKE, TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, WHICH THE “BOHLER”
ENTITY AND/OR ITS EMPLOYEES SUFFER OR INCUR AS A RESULT OF INCLUDING ANY BY OTHERS
REPORTS, DOCUMENTS AND DETAILS IN AND ON OR IN THIS PLAN.  ANYONE OR ANY ENTITY WHO
RECEIVED, RELIES UPON AND/OR USES THIS PLAN, AGREES TO HOLD THE “BOHLER” ENTITY AND ITS
EMPLOYEES HARMLESS FROM ANY CLAIMS, DAMAGES, INJURIES, COSTS AND EXPENSES, TO THE
FULLEST EXTENT PERMITTED UNDER THE LAW, FOR ANY DAMAGES, INJURIES, COSTS, EXPENSES AND
THE LIKE, TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, WHICH IT OR THEY SUFFER OR INCUR
AS A RESULT OF THE ANY BY OTHERS REPORTS, DOCUMENTS AND DETAILS INCORPORATED IN THE
PLAN, AND EXPRESSLY CONFIRMS THAT BY RECEIVING, RELYING UPON AND/OR USING SAME, THE
“BOHLER” ENTITY SHALL HAVE NO LIABILITY RELATED TO SAME. WITH RESPECT TO ALL BY OTHERS
REPORTS, DOCUMENTS AND DETAILS, CONTRACTOR MUST VERIFY ALL INFORMATION CONTAINED IN
THE SCOPE OF ALL PARTIES INVOLVED IN PREPARING THE BY OTHERS REPORTS, DOCUMENTS AND
DETAILS PRIOR TO COMMENCING ANY CONSTRUCTION AND MUST VERIFY THAT THE INFORMATION IS
THE LATEST, THE MOST RECENT AND THE MOST CURRENT REPORT, DOCUMENT AND DETAIL.
REFERENCES ON THIS PLAN TO INFORMATION PREPARED OR CONTAINED IN BY OTHERS REPORTS,
DOCUMENTS AND DETAILS DEPICTING AN OFF-SITE AREA WHERE NO DETAIL IS INCLUDED IS A
REFERENCE TO AN AREA, DETAIL, SPECIFICATION OR DESIGN THAT HAS NOT BEEN DESIGNED OR
CONSTRUCTED BY THE “BOHLER” ENTITY AND REGARDING WHICH THE “BOHLER” ENTITY HAS NO
CONTROL OVER OR LIABILITY REGARDING, BUT IS ADDED TO THIS PLAN FOR INFORMATIONAL
PURPOSES, ONLY.

 J
un

 1
8,

  2
02

6
GENERAL NOTES (Rev. 1/2023)

1. THESE PLANS ARE SOLELY BASED ON INFORMATION THE OWNER AND OTHERS PROVIDED TO  
(HEREIN “BOHLER”) PRIOR TO THE DATE ON WHICH THE PROFESSIONAL OF RECORD AND BOHLER PREPARED THESE PLANS. THE CONTRACTOR MUST
FIELD VERIFY ALL EXISTING CONDITIONS AND IMMEDIATELY NOTIFY BOHLER , IN WRITING, IF ANY ACTUAL SITE CONDITIONS DIFFER FROM THOSE
SHOWN ON THESE PLANS, OR IF THE PROPOSED WORK CONFLICTS WITH ANY OTHER SITE FEATURES.

2. THE CONTRACTOR MUST STRICTLY COMPLY WITH THESE NOTES AND ALL SPECIFICATIONS/REPORTS CONTAINED HEREIN. THE CONTRACTOR MUST
ENSURE THAT ALL SUBCONTRACTORS FULLY AND COMPLETELY CONFORM TO AND COMPLY WITH THESE REQUIREMENTS, THESE NOTES, AND THE
REQUIREMENTS ARTICULATED IN THE NOTES CONTAINED IN ALL THE OTHER DRAWINGS THAT COMPRISE THE PLAN SET OF DRAWINGS. ADDITIONAL
NOTES AND SPECIFIC PLAN NOTES MAY BE FOUND ON THE INDIVIDUAL PLANS. THESE GENERAL NOTES APPLY TO THIS ENTIRE DOCUMENT PACKAGE.
IT IS THE CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION CONTRACT DOCUMENTS INCLUDING, BUT NOT LIMITED TO, ALL OF THE
DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THE PROJECT WORK SCOPE, PRIOR TO THE INITIATION AND COMMENCEMENT OF
CONSTRUCTION.

3. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST CONFIRM WITH THE PROFESSIONAL OF RECORD AND BOHLER THAT
THE LATEST EDITION OF THE DOCUMENTS AND/OR REPORTS REFERENCED WITHIN THE PLAN REFERENCES ARE BEING USED FOR CONSTRUCTION.
THIS IS THE CONTRACTOR'S SOLE AND COMPLETE RESPONSIBILITY.

4. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST ENSURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN
OBTAINED. NO CONSTRUCTION OR FABRICATION IS TO BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED THE
CONDITIONS OF APPROVAL TO ALL PLANS AND OTHER DOCUMENTS REVIEWED AND APPROVED BY THE PERMITTING AUTHORITIES AND HAS ALSO
CONFIRMED THAT ALL NECESSARY AND REQUIRED PERMITS HAVE BEEN OBTAINED. THE CONTRACTOR MUST HAVE COPIES OF ALL PERMITS AND
APPROVALS ON SITE AT ALL TIMES.

5. THE CONTRACTOR MUST ENSURE THAT ALL WORK IS PERFORMED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS/REPORTS AND
CONDITIONS OF APPROVAL, AND ALL APPLICABLE REQUIREMENTS, RULES, REGULATIONS, STATUTORY REQUIREMENTS, CODES, LAWS AND
STANDARDS OF ALL GOVERNMENTAL ENTITIES WITH JURISDICTION OVER THIS PROJECT, AND ALL PROVISIONS IN AND CONDITIONS OF THE
CONSTRUCTION CONTRACT WITH THE OWNER/DEVELOPER INCLUDING ALL EXHIBITS, ATTACHMENTS AND ADDENDA TO SAME.

6. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR MUST COORDINATE THE BUILDING LAYOUT BY CAREFULLY REVIEWING THE
MOST CURRENT ARCHITECTURAL, CIVIL AND STRUCTURAL CONSTRUCTION DOCUMENTS (INCLUDING, BUT NOT LIMITED TO, MECHANICAL,
ELECTRICAL, PLUMBING AND FIRE SUPPRESSION PLANS, WHERE APPLICABLE). THE CONTRACTOR MUST IMMEDIATELY NOTIFY OWNER, ARCHITECT
AND PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY CONFLICTS, DISCREPANCIES OR AMBIGUITIES WHICH EXIST BETWEEN THESE
PLANS AND ANY OTHER PLANS THAT COMPRISE THE CONSTRUCTION DOCUMENTS.

7. CONTRACTOR MUST REFER TO AND ENSURE COMPLIANCE WITH THE APPROVED ARCHITECTURAL/BUILDING PLANS OF RECORD FOR EXACT
LOCATIONS AND DIMENSIONS OF ENTRY/EXIT POINTS, ELEVATIONS, PRECISE BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY LOCATIONS.

8. THE CONTRACTOR MUST FIELD VERIFY ALL DIMENSIONS AND MEASUREMENTS SHOWN ON THESE PLANS, PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION. THE CONTRACTOR MUST IMMEDIATELY NOTIFY PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, IF ANY CONFLICTS,
DISCREPANCIES, OR AMBIGUITIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION. NO EXTRA COMPENSATION WILL BE PAID TO THE
CONTRACTOR FOR WORK WHICH HAS TO BE RE-DONE OR REPAIRED DUE TO DIMENSIONS, MEASUREMENTS OR GRADES SHOWN INCORRECTLY ON
THESE PLANS PRIOR TO BOTH (A) THE CONTRACTOR GIVING PROFESSIONAL OF RECORD AND BOHLER WRITTEN NOTIFICATION OF SAME AND (B)
PROFESSIONAL OF RECORD AND BOHLER, THEREAFTER, PROVIDING THE CONTRACTOR WITH WRITTEN AUTHORIZATION TO PROCEED WITH SUCH
ADDITIONAL WORK.

9. THE CONTRACTOR MUST VERIFY ALL DIMENSIONS AND MEASUREMENTS INCLUDED ON DESIGN DOCUMENTS HEREIN AND MUST NOT SCALE OFF THE
DRAWINGS DUE TO POTENTIAL PRINTING INACCURACIES. ALL DIMENSIONS AND MEASUREMENTS ARE TO BE CHECKED AND CONFIRMED BY THE
GENERAL CONTRACTOR PRIOR TO PREPARATION OF SHOP DRAWINGS, FABRICATION/ORDERING OF PARTS AND MATERIALS AND COMMENCEMENT
OF SITE WORK. SITE PLAN DRAWINGS ARE NOT INTENDED AS SURVEY DOCUMENTS. DIMENSIONS SUPERSEDE GRAPHICAL REPRESENTATIONS. THE
CONTRACTOR MUST MAKE CONTRACTOR'S OWN MEASUREMENTS FOR LAYOUT OF IMPROVEMENTS.

10. THE OWNER AND CONTRACTOR MUST BE FAMILIAR WITH AND RESPONSIBLE FOR THE PROCUREMENT OF ANY AND ALL CERTIFICATIONS REQUIRED
FOR THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY. 

11. WHEN INCLUDED AS ONE OF THE REFERENCED DOCUMENTS, THE GEOTECHNICAL REPORT, SPECIFICATIONS AND RECOMMENDATIONS SET FORTH
THEREIN ARE A PART OF THE REQUIRED CONSTRUCTION DOCUMENTS AND, IN CASE OF CONFLICT, DISCREPANCY OR AMBIGUITY, THE MORE
STRINGENT REQUIREMENTS AND/OR RECOMMENDATIONS CONTAINED IN: (A) THE PLANS; AND (B) THE GEOTECHNICAL REPORT AND
RECOMMENDATIONS, MUST TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR MUST NOTIFY THE
PROFESSIONAL OF RECORD AND BOHLER, IN WRITING, OF ANY SUCH CONFLICT, DISCREPANCY OR AMBIGUITY BETWEEN THE GEOTECHNICAL
REPORT AND PLANS AND SPECIFICATIONS, PRIOR TO PROCEEDING WITH ANY FURTHER WORK. IF A GEOTECHNICAL REPORT WAS NOT CREATED,
THEN THE CONTRACTOR MUST FOLLOW AND COMPLY WITH ALL OF THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE, AND FEDERAL
LAWS AND APPLICABLE SPECIFICATIONS WHICH HAVE JURISDICTION OVER THIS PROJECT.

12. PROFESSIONAL OF RECORD AND BOHLER ARE NEITHER LIABLE NOR RESPONSIBLE FOR ANY SUBSURFACE CONDITIONS AND FURTHER, HAS NO
LIABILITY FOR ANY HAZARDOUS MATERIALS, HAZARDOUS SUBSTANCES, OR POLLUTANTS ON, ABOUT OR UNDER THE PROPERTY. 

13. THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING WHEN AND WHERE SHORING IS REQUIRED AND FOR INSTALLING ALL SHORING REQUIRED
DURING EXCAVATION (TO BE PERFORMED IN ACCORDANCE WITH CURRENT OSHA STANDARDS) AND ANY ADDITIONAL PRECAUTIONS TO BE TAKEN TO
ASSURE THE STABILITY OF ADJACENT, NEARBY AND CONTIGUOUS STRUCTURES AND PROPERTIES. ALL OF THIS WORK IS TO BE PERFORMED AT
CONTRACTOR'S SOLE COST AND EXPENSE.

14. THE CONTRACTOR MUST EXERCISE EXTREME CAUTION WHEN PERFORMING ANY WORK ACTIVITIES ADJACENT TO PAVEMENT, STRUCTURES, ETC.
WHICH ARE TO REMAIN EITHER FOR AN INITIAL PHASE OF THE PROJECT OR AS PART OF THE FINAL CONDITION. THE CONTRACTOR IS RESPONSIBLE
FOR TAKING ALL APPROPRIATE MEASURES REQUIRED TO ENSURE THE STRUCTURAL STABILITY OF SIDEWALKS AND PAVEMENT, UTILITIES,
BUILDINGS, AND INFRASTRUCTURE WHICH ARE TO REMAIN, AND TO PROVIDE A SAFE WORK AREA FOR THIRD PARTIES, PEDESTRIANS AND ANYONE
INVOLVED WITH THE PROJECT. 

15. DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE. ALL DEMOLITION AND CONSTRUCTION WASTES, UNSUITABLE EXCAVATED MATERIAL, EXCESS
SOIL AND DEBRIS (SOLID WASTE) MUST BE DISPOSED OF IN ACCORDANCE WITH THE REQUIREMENTS OF ANY AND ALL MUNICIPAL, COUNTY, STATE,
AND FEDERAL LAWS AND APPLICABLE CODES WHICH HAVE JURISDICTION OVER THIS PROJECT OR OVER THE CONTRACTOR. 

16. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO MAINTAIN RECORDS TO DEMONSTRATE PROPER AND FULLY COMPLIANT DISPOSAL ACTIVITIES,
TO BE PROMPTLY PROVIDED TO THE OWNER UPON REQUEST. 

17. THE CONTRACTOR MUST REPAIR, AT CONTRACTOR'S SOLE COST, ALL DAMAGE DONE TO ANY NEW OR EXISTING CONSTRUCTION OR PROPERTY
DURING THE COURSE OF CONSTRUCTION, INCLUDING BUT NOT LIMITED TO DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. AND MUST BEAR
ALL COSTS ASSOCIATED WITH SAME TO INCLUDE, BUT NOT BE LIMITED TO, REDESIGN, RE-SURVEY, RE-PERMITTING AND CONSTRUCTION. THE
CONTRACTOR IS RESPONSIBLE FOR AND MUST REPLACE ALL SIGNAL INTERCONNECTION CABLE, WIRING CONDUITS, AND ANY UNDERGROUND
ACCESSORY EQUIPMENT DAMAGED DURING CONSTRUCTION AND MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE REPAIR OF ANY SUCH NEW
OR EXISTING CONSTRUCTION OR PROPERTY MUST RESTORE SUCH CONSTRUCTION OR PROPERTY TO A CONDITION EQUIVALENT TO OR BETTER
THAN THE CONDITIONS PRIOR TO COMMENCEMENT OF THE CONSTRUCTION, AND IN CONFORMANCE WITH APPLICABLE CODES, LAWS, RULES,
REGULATIONS, STATUTORY REQUIREMENTS AND STATUTES. THE CONTRACTOR MUST BEAR ALL COSTS ASSOCIATED WITH SAME. THE CONTRACTOR
MUST, PROMPTLY, DOCUMENT ALL EXISTING DAMAGE AND NOTIFY, IN WRITING, THE OWNER AND THE CONSTRUCTION MANAGER PRIOR TO THE
START OF CONSTRUCTION.

18. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR AND HAVE NO CONTRACTUAL, LEGAL OR OTHER RESPONSIBILITIES FOR
JOB SITE SAFETY JOB SITE SUPERVISION, OR ANYTHING RELATED TO SAME. THE PROFESSIONAL OF RECORD AND BOHLER HAVE NOT BEEN
RETAINED TO PERFORM OR TO BE RESPONSIBLE FOR JOB SITE SAFETY, SAME BEING WHOLLY OUTSIDE OF PROFESSIONAL OF RECORD'S AND
BOHLER SERVICES AS RELATED TO THE PROJECT. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE TO IDENTIFY OR REPORT
ANY JOB SITE SAFETY ISSUES OR ANY JOB SITE CONDITIONS, AT ANY TIME.

19. THE CONTRACTOR MUST IMMEDIATELY IDENTIFY IN WRITING, TO THE PROFESSIONAL OF RECORD AND BOHLER , ANY DISCREPANCIES THAT MAY OR
COULD AFFECT THE PUBLIC SAFETY, HEALTH OR GENERAL WELFARE, OR PROJECT COST. IF THE CONTRACTOR PROCEEDS WITH CONSTRUCTION
WITHOUT PROVIDING PROPER WRITTEN NOTIFICATION AS DESCRIBED ABOVE, IT WILL BE AT THE CONTRACTOR'S OWN RISK AND, FURTHER, THE
CONTRACTOR MUST INDEMNIFY, DEFEND AND HOLD HARMLESS THE PROFESSIONAL OF RECORD AND BOHLER FOR ANY AND ALL DAMAGES, COSTS,
INJURIES, ATTORNEY'S FEES AND THE LIKE WHICH RESULT FROM OR ARE IN ANY WAY RELATED TO SAME INCLUDING, BUT NOT LIMITED TO, ANY
THIRD PARTY AND FIRST PARTY CLAIMS. 

20. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR ANY INJURY OR DAMAGES RESULTING FROM THE CONTRACTOR'S
FAILURE TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH THE APPROVED PLANS, AND CURRENT CODES, RULES, STATUTES AND THE LIKE. IF
THE CONTRACTOR AND/OR OWNER FAIL TO BUILD OR CONSTRUCT IN STRICT ACCORDANCE WITH APPROVED PLANS, RULES, STATUTES, CODES AND
THE LIKE, THE CONTRACTOR AND/OR OWNER AGREE TO AND MUST JOINTLY, INDEPENDENTLY, SEPARATELY, AND SEVERALLY INDEMNIFY AND HOLD
THE PROFESSIONAL OF RECORD AND BOHLER HARMLESS FOR AND FROM ALL INJURIES, CLAIMS AND DAMAGES THAT PROFESSIONAL OF RECORD
AND BOHLER SUFFER AND ANY AND ALL COSTS THAT PROFESSIONAL OF RECORD AND BOHLER INCUR AS RELATED TO SAME.

21. ALL CONTRACTORS MUST CARRY AT LEAST THE MINIMUM AMOUNT OF THE SPECIFIED AND COMMERCIALLY REASONABLE STATUTORY WORKER'S
COMPENSATION INSURANCE, EMPLOYER'S LIABILITY INSURANCE AND COMMERCIAL GENERAL LIABILITY INSURANCE (CGL) INCLUDING ALSO ALL
UMBRELLA COVERAGES. ALL CONTRACTORS MUST HAVE THEIR CGL POLICIES ENDORSED TO NAME BOHLER , AND ITS PAST, PRESENT AND FUTURE
OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES,
AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AS ADDITIONAL NAMED INSUREDS AND TO
PROVIDE CONTRACTUAL LIABILITY COVERAGE SUFFICIENT TO INSURE (DEFEND, IF APPLICABLE) AND HOLD HARMLESS AND INDEMNITY OBLIGATIONS
ASSUMED AND AGREED TO BY THE CONTRACTOR HEREIN. ALL CONTRACTORS MUST FURNISH BOHLER WITH CERTIFICATIONS OF INSURANCE OR
CERTIFICATES OF INSURANCE AS EVIDENCE OF THE REQUIRED INSURANCE COVERAGES PRIOR TO COMMENCING ANY WORK AND UPON RENEWAL
OF EACH POLICY DURING THE ENTIRE PERIOD OF CONSTRUCTION AND FOR TWO YEARS AFTER THE COMPLETION OF CONSTRUCTION AND AFTER
ALL PERMITS ARE ISSUED, WHICHEVER DATE IS LATER. IN ADDITION, ALL CONTRACTORS AGREE THAT THEY WILL, TO THE FULLEST EXTENT
PERMITTED UNDER THE LAW, INDEMNIFY, DEFEND AND HOLD HARMLESS BOHLER AND ITS PAST, PRESENT AND FUTURE OWNERS, OFFICERS,
DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES, SUBSIDIARIES,
AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, INJURIES, CLAIMS, ACTIONS,
PENALTIES, EXPENSES, PUNITIVE DAMAGES, TORT DAMAGES, STATUTORY CLAIMS, STATUTORY CAUSES OF ACTION, LOSSES, CAUSES OF ACTION,
LIABILITIES OR COSTS, INCLUDING, BUT NOT LIMITED TO, REASONABLE ATTORNEYS' FEES AND DEFENSE COSTS, ARISING OUT OF OR IN ANY WAY
CONNECTED WITH OR TO THE PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTOR(S), ALL CLAIMS BY THIRD PARTIES AND ALL
CLAIMS RELATED TO THE PROJECT. THE CONTRACTOR MUST NOTIFY PROFESSIONAL OF RECORD, IN WRITING, AT LEAST THIRTY (30) DAYS PRIOR TO
ANY TERMINATION, SUSPENSION OR CHANGE OF ITS INSURANCE HEREUNDER.

22. THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT RESPONSIBLE FOR CONSTRUCTION METHODS, MEANS, TECHNIQUES OR PROCEDURES,
GENERALLY OR FOR THE CONSTRUCTION MEANS, METHODS, TECHNIQUES OR PROCEDURES FOR COMPLETION OF THE WORK DEPICTED BOTH ON
THESE PLANS, AND FOR ANY CONFLICTS IN SCOPE AND REVISIONS THAT RESULT FROM SAME. THE CONTRACTOR IS FULLY AND SOLELY
RESPONSIBLE FOR DETERMINING THE MEANS AND METHODS FOR COMPLETION OF THE WORK, PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. 

23. NEITHER THE PROFESSIONAL ACTIVITIES OF BOHLER, NOR THE PRESENCE OF BOHLER AND/OR ITS PAST, PRESENT AND FUTURE OWNERS,
OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES,
SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE (HEREIN “BOHLER
PARTIES”), RELIEVES OR WILL RELIEVE THE CONTRACTOR OF AND FROM CONSTRUCTION MEANS, METHODS, SEQUENCE, TECHNIQUES OR
PROCEDURES NECESSARY FOR PERFORMING, OVERSEEING, SUPERINTENDING AND COORDINATING THE WORK IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS AND COMPLIANCE WITH ALL HEALTH AND SAFETY PRECAUTIONS REQUIRED BY ANY REGULATORY AGENCIES WITH
JURISDICTION OVER THE PROJECT AND/OR PROPERTY. BOHLER PARTIES HAVE NO AUTHORITY TO EXERCISE ANY CONTROL OVER (OR ANY
RESPONSIBILITY FOR) ANY CONSTRUCTION, THE CONTRACTOR OR ITS EMPLOYEES RELATING TO THEIR WORK AND ANY AND ALL HEALTH AND
SAFETY PROGRAMS OR PROCEDURES. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR JOB SITE SAFETY. THE CONTRACTOR MUST INDEMNIFY,
DEFEND, PROTECT AND HOLD HARMLESS BOHLER PARTIES FOR AND FROM ANY LIABILITY TO BOHLER PARTIES RESULTING FROM THE
CONTRACTOR'S WORK, SERVICES AND/OR VIOLATIONS OF THIS NOTE, THESE NOTES OR ANY NOTES IN THE PLAN SET AND, FURTHER, THE
CONTRACTOR MUST NAME BOHLER AS AN ADDITIONAL INSURED UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE
AS DESCRIBED ABOVE.

24. WHEN IT IS CLEARLY AND SPECIFICALLY WITHIN BOHLER'S SCOPE OF SERVICES CONTRACT WITH THE OWNER/DEVELOPER, BOHLER WILL REVIEW OR
TAKE OTHER APPROPRIATE ACTION ON THE CONTRACTOR SUBMITTALS, SUCH AS SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND OTHER DATA,
WHICH THE CONTRACTOR IS REQUIRED TO SUBMIT, BUT ONLY FOR THE LIMITED PURPOSE OF EVALUATING CONFORMANCE WITH THE DESIGN
INTENT AND THE INFORMATION SHOWN IN THE CONSTRUCTION CONTRACT DOCUMENTS. CONSTRUCTION MEANS AND METHODS AND/OR
TECHNIQUES OR PROCEDURES, COORDINATION OF THE WORK WITH OTHER TRADES, AND CONSTRUCTION SAFETY PRECAUTIONS ARE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR AND BOHLER HAS NO RESPONSIBILITY OR LIABILITY FOR SAME. BOHLER WILL PERFORM ITS SHOP DRAWING
REVIEW WITH REASONABLE PROMPTNESS, AS CONDITIONS PERMIT. ANY DOCUMENT, DOCUMENTING BOHLER'S REVIEW OF A SPECIFIC ITEM OR
LIMITED SCOPE, MUST NOT INDICATE THAT BOHLER HAS REVIEWED THE ENTIRE ASSEMBLY OF WHICH THE ITEM IS A COMPONENT. BOHLER IS NOT
RESPONSIBLE FOR ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS. THE CONTRACTOR MUST, IN WRITING, PROMPTLY AND IMMEDIATELY
BRING ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS TO BOHLER'S ATTENTION. BOHLER IS NOT REQUIRED TO REVIEW PARTIAL
SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED ITEMS HAVE NOT BEEN RECEIVED. 

25. IF THE CONTRACTOR DEVIATES FROM THESE PLANS AND/OR SPECIFICATIONS, INCLUDING THE NOTES CONTAINED HEREIN, WITHOUT FIRST
OBTAINING THE PRIOR WRITTEN AUTHORIZATION OF THE PROFESSIONAL OF RECORD AND BOHLER FOR ALL DEVIATIONS WITHIN PROFESSIONAL OF
RECORD'S SCOPE, THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE PAYMENT OF ALL COSTS INCURRED IN CORRECTING ANY WORK
PERFORMED WHICH DEVIATES FROM THE PLANS, ALL FINES AND/OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL COMPENSATORY OR
PUNITIVE DAMAGES RESULTING THEREFROM AND, FURTHER, MUST DEFEND, INDEMNIFY, PROTECT, AND HOLD HARMLESS THE PROFESSIONAL OF
RECORD AND BOHLER PARTIES TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, FOR AND FROM ALL FEES, ATTORNEYS' FEES, DAMAGES,
COSTS, JUDGMENTS, CLAIMS, INJURIES, PENALTIES AND THE LIKE RELATED TO SAME. 

26. THE CONTRACTOR IS RESPONSIBLE FOR A MAINTAINING AND PROTECTING THE TRAFFIC CONTROL PLAN AND ELEMENTS IN ACCORDANCE WITH
FEDERAL, STATE, AND LOCAL REQUIREMENTS, FOR ALL WORK THAT AFFECTS PUBLIC TRAVEL EITHER IN THE RIGHT OF WAY OR ON SITE. THE COST
FOR THIS ITEM MUST BE INCLUDED IN THE CONTRACTOR'S PRICE AND IS THE CONTRACTOR'S SOLE RESPONSIBILITY. 

27. OWNER MUST MAINTAIN AND PRESERVE ALL PHYSICAL SITE FEATURES AND DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS
IN STRICT ACCORDANCE WITH THE APPROVED PLAN(S) AND DESIGN; AND, FURTHER, THE PROFESSIONAL OF RECORD AND BOHLER ARE NOT
RESPONSIBLE FOR ANY FAILURE TO SO MAINTAIN OR PRESERVE SITE AND/OR DESIGN FEATURES. IF OWNER FAILS TO MAINTAIN AND/OR PRESERVE
ALL PHYSICAL SITE FEATURES AND/OR DESIGN FEATURES DEPICTED ON THE PLANS AND RELATED DOCUMENTS, OWNER AGREES TO INDEMNIFY
AND HOLD THE PROFESSIONAL OF RECORD AND BOHLER PARTIES, HARMLESS FOR ALL INJURIES, DAMAGES AND COSTS THAT PROFESSIONAL OF
RECORD AND BOHLER INCUR AS A RESULT OF SAID FAILURE OR FAILURE TO PRESERVE. 

28. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES AND MATERIALS COMPLY WITH AND CONFORM TO
APPLICABLE FEDERAL, STATE AND LOCAL RULES AND REGULATIONS, LAWS, ORDINANCES, AND CODES, AND ALL APPLICABLE REQUIREMENTS OF
THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, (29 U.S.C. 651 ET SEQ.) AS AMENDED, AND ANY MODIFICATIONS, AMENDMENTS OR REVISIONS
TO SAME.

29. THE CONTRACTOR MUST STRICTLY COMPLY WITH THE LATEST AND CURRENT OSHA STANDARDS AND REGULATIONS, AND/OR ANY OTHER AGENCY
WITH JURISDICTION OVER EXCAVATION AND TRENCHING PROCEDURES. PROFESSIONAL OF RECORD AND BOHLER HAS NO RESPONSIBILITY FOR OR
AS RELATED TO EXCAVATION AND TRENCHING PROCEDURES AND WORK. 

30. THE CONTRACTOR AND THE OWNER MUST INSTALL ALL ELEMENTS AND COMPONENTS IN STRICT COMPLIANCE WITH AND IN ACCORDANCE WITH
MANUFACTURER'S STANDARDS AND RECOMMENDED INSTALLATION CRITERIA AND SPECIFICATIONS. IF THE CONTRACTOR AND/OR OWNER FAIL TO
DO SO, THEY AGREE TO JOINTLY, INDEPENDENTLY, SEPARATELY, COLLECTIVELY, AND SEVERALLY INDEMNIFY, DEFEND, PROTECT AND HOLD
PROFESSIONAL OF RECORD AND BOHLER PARTIES HARMLESS FOR ALL INJURIES AND DAMAGES THAT PROFESSIONAL OF RECORD SUFFERS AND
COSTS THAT PROFESSIONAL OF RECORD INCURS AS A RESULT OF SAID FAILURE.

31. THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN AN ON-SITE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IN COMPLIANCE WITH THE
ENVIRONMENTAL PROTECTION AGENCY (EPA) REQUIREMENTS OR LOCAL GOVERNING AGENCY FOR SITES WHERE ONE (1) ACRE OR MORE IS
DISTURBED BY CONSTRUCTION ACTIVITIES (UNLESS THE LOCAL JURISDICTION REQUIRES A DIFFERENT THRESHOLD). THE CONTRACTOR MUST
ENSURE THAT ALL ACTIVITIES, INCLUDING THOSE OF ALL SUBCONTRACTORS, ARE IN COMPLIANCE WITH THE SWPPP, INCLUDING BUT NOT LIMITED
TO LOGGING ACTIVITIES (MINIMUM ONCE PER WEEK AND AFTER RAINFALL EVENTS) AND CORRECTIVE MEASURES, AS APPROPRIATE AND FURTHER,
THE CONTRACTOR IS SOLELY AND COMPLETELY RESPONSIBLE FOR FAILING TO DO SO. 

32. AS CONTAINED IN THESE DRAWINGS AND ASSOCIATED DOCUMENTS PREPARED BY THE PROFESSIONAL OF RECORD AND BOHLER, THE USE OF THE
WORDS 'CERTIFY' OR 'CERTIFICATION' CONSTITUTE(S) AN EXPRESSION ONLY OF PROFESSIONAL OPINION REGARDING THE INFORMATION WHICH IS
THE SUBJECT OF THE PROFESSIONAL OF RECORD'S AND BOHLER KNOWLEDGE OR BELIEF AND IN ACCORDANCE WITH COMMON AND ACCEPTED
PROCEDURE CONSISTENT WITH THE APPLICABLE STANDARDS OF PRACTICE, AND DOES NOT CONSTITUTE A WARRANTY OR GUARANTEE OF ANY
NATURE OR TYPE, EITHER EXPRESSED OR IMPLIED, UNDER ANY CIRCUMSTANCES. 

BOHLER, LLC

STANDARD
ABBREVIATIONS
FOR ENTIRE PLAN SET

AASHTO
AMERICAN ASSOCIATION OF
STATE HIGHWAY AND
TRANSPORTATION OFFICIALS

AC ACRE / ACRES

AD AREA DRAIN

ADA ACCESSIBLE / AMERICANS
WITH DISABILITIES ACT

AG ABOVE GROUND

APPROX APPROXIMATE

ARCH ARCHITECTURAL

ASPH ASPHALT

ASSF AREA SUBJECT TO
STORMWATER FLOWAGE

ASSOC ASSOCIATION

BC BOTTOM OF CURB

BF BASEMENT FLOOR

BIO BIOGARDEN

BIT BITUMINOUS

BK BLOCK

BL BASELINE

BLDG BUILDING

BM BENCH MARK

BRL BUILDING RESTRICTION LINE

BVW BORDERING VEGETATIVE
WETLAND

CB CATCH BASIN

CF CUBIC FEET

CI CURB INLET

CIT CHANGE IN TYPE

CL CENTER LINE

CMP CORRUGATED METAL PIPE

C/O CLEAN OUT

CONC CONCRETE

CONN CONNECTION

COORD COORDINATE

CPP CORRUGATED PLASTIC PIPE

CY CUBIC YARD

DEC DECORATIVE

DEP DEPARTMENT OF
ENVIRONMENTAL PROTECTION

DET DETENTION

DIA DIAMETER

DMH DRAINAGE MANHOLE

DOM DOMESTIC

DOT DEPARTMENT OF
TRANSPORTATION

DP DESIGN POINT

DWL DASHED WHITE LINE

DYL DOUBLE YELLOW LINE

EG EXISTING GRADE

ELEC ELECTRIC

ELEV ELEVATION

EOR ENGINEER OF RECORD

EP / EOP EDGE OF PAVEMENT

ES / EOS EDGE OF SHOULDER

EW END WALL

EX EXISTING

FDC FIRE DEPARTMENT
CONNECTION

FEMA FEDERAL EMERGENCY
MANAGEMENT AGENCY

FES FLARED END SECTION

FF FINISH / FIRST FLOOR

FFE FINISH / FIRST FLOOR
ELEVATION

FG FINISH GRADE

FH FIRE HYDRANT

FM FORCE MAIN

FO FIBER OPTIC

G GRADE

GC GENERAL CONTRACTOR

GEO GEOTECH/GEOTECHNICAL

GF / GFE
GARAGE FLOOR ELEVATION
(AT DOOR)

GFA GROSS FLOOR AREA

GH GRADE HIGH (WALL)

GL GRADE LOW (WALL)

GRT GRATE

GT GREASE TRAP

GV GATE VALVE

HDPE HIGH DENSITY POLYETHYLENE

HOR HORIZONTAL

HP HIGH POINT

HW HEADWALL

ICS INLET CONTROL STRUCTURE

INF INFILTRATION

INT INTERSECTION

INV INVERT

LF LINEAR FOOT

LOC LIMIT OF CLEARING

LOD LIMIT OF DISTURBANCE

LOS LINE OF SIGHT

LOW LIMIT OF WORK

LP LOW POINT

LS LANDSCAPE

LSA LANDSCAPE AREA

MAX MAXIMUM

ME MATCH EXISTING

MEP MECHANICAL, ELECTRICAL,
AND PLUMBING

MH MANHOLE

MIN MINIMUM

MJ MECHANICAL JOINT

MUTCD MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES

NOAA
NATIONAL OCEANIC AND
ATMOSPHERIC
ADMINISTRATION

NRCS NATIONAL RESOURCE
CONSERVATION SERVICE

O&M OPERATIONS AND
MAINTENANCE

OC ON CENTER

OCS OUTLET CONTROL
STRUCTURE

OGS OIL AND GRIT SEPARATOR

ORD ORDINANCE

PA / POA POINT OF ANALYSIS

PC POINT OF CURVATURE

PCCR POINT OF CURVATURE, CURB
RETURN

PERF PERFORATED

PG PROPOSED GRADE

PI POINT OF INTERSECTION

POG POINT OF GRADE

PP POLYPROPYLENE PIPE

PROP PROPOSED

PT POINT OF TANGENCY

PTCR POINT OF TANGENCY, CURB
RETURN

PVI POINT OF VERTICAL
INTERSECTION

PVMT PAVEMENT

PVT POINT OF VERTICAL
TANGENCY

R RADIUS / RADII

R/W RIGHT-OF-WAY /
RIGHTS-OF-WAY

RCP REINFORCED CONCRETE PIPE

RD ROOF DRAIN

REGS REGULATIONS

RELO TO BE RELOCATED

REQ REQUIRED

RET RETENTION

RET
WALL

RETAINING WALL

RETO TO BE RETURNED TO OWNER

RG RAIN GARDEN

S SLOPE

SAN SANITARY SEWER

SESC SOIL EROSION AND SEDIMENT
CONTROL

SF SQUARE FEET

SHLO STATE HIGHWAY LAYOUT

SMH SANITARY MANHOLE

STA STATION

STM STORM WATER / STORM
SEWER

SWL SINGLE/SOLID WHITE LINE

SWPPP STORMWATER POLLUTION
PREVENTION PLAN

TBA TO BE ABANDONED

TBR TO BE REMOVED

TBV TO BE VACATED

TC TOP OF CURB

Tc TIME OF CONCENTRATION

TD TRENCH DRAIN

TELE TELECOMMUNICATIONS /
TELEDATA

TPF TREE PROTECTION FENCE

TR TO REMAIN

TRANS TRANSITION

TYP TYPICAL

UG UNDERGROUND

UP UTILITY POLE

USGS UNITED STATES GEOLOGICAL
SURVEY

VERT VERTICAL

VIF VERIFY IN FIELD

W WIDE / WIDTH

W/L WATER LINE

WM WATER METER

WQU WATER QUALITY UNIT

YD YARD DRAIN

# NUMBER

#:#
SLOPE EXPRESSED IN
HORIZONTAL:VERTICAL IN
FEET

± PLUS OR MINUS

° DEGREE

Ø DIAMETER

' FEET/FOOT

" INCHES

PROP LINE LEGEND
PROPERTY LINE

RIGHT-OF-WAY LINE

INTERIOR PROPERTY LINE

LEASE LINE

EASEMENT LINE

SETBACK LINE

LIMIT OF WORK

LIMIT OF DISTURBANCE

SAWCUT LINE

OVERHEAD WIRE

ELECTRIC LINE

TELEPHONE LINE

CABLE LINE

GAS LINE

STORM SEWER

SANITARY MAIN 12" OR GREATER

SANITARY MAIN

SANITARY LATERAL

SANITARY FORCE MAIN

WATER MAIN 12" OR GREATER

WATER MAIN

WATER LATERAL

WATER FIRE LINE

LOW

LOD

OH

E

T

C

G

S

SL

FM

W

WL

F

C-102

GENERAL
NOTES

AND
LEGEND

SOIL EROSION & SEDIMENT CONTROL PLAN NOTES
(Rev. 12/2024)

1. EROSION CONTROL MEASURES MUST CONFORM TO THE                               GUIDELINES FOR EROSION AND SEDIMENT CONTROL
UNLESS OTHERWISE NOTED, OR UNLESS ENGINEER CLEARLY AND SPECIFICALLY, IN WRITING, DIRECTS OTHERWISE.
INSTALLATION OF EROSION CONTROL, CLEARING, AND SITE WORK MUST BE PERFORMED EXACTLY AS INDICATED IN THE
EROSION CONTROL CONSTRUCTION NOTES.

2. THE FOLLOWING EROSION CONTROL MEASURES ARE PROPOSED FOR THIS SITE:
a. STABILIZE CONSTRUCTION ENTRANCE/ EXIT - A TEMPORARY STONE CONSTRUCTION ACCESS IS TO BE INSTALLED AT THE

DESIGNATED LOCATION AS SHOWN ON THE PLAN. THIS AREA MUST BE GRADED SO THAT RUNOFF WATER WILL BE
RETAINED ON-SITE.

b. SILT FENCE - INSTALL SILT FENCE(S) AND/OR SILT SOCK(S) AROUND ALL OF THE DOWNSLOPE PERIMETERS OF THE SITE,
TEMPORARY FILL AREAS, AND SOIL STOCKPILES.

c. INLET PROTECTION - IN ORDER TO REDUCE THE POTENTIAL FOR SEDIMENT TO ENTER THE STORMWATER SYSTEM, THE
CONTRACTOR SHALL INSTALL INLET PROTECTION AROUND EACH INLET AS DRAINAGE STRUCTURES ARE INSTALLED.
INSTALL TEMPORARY INLET PROTECTION ON INLETS DOWNSLOPE FROM DISTURBANCE, WHICH MAY BE BEYOND THE
LIMITS OF DISTURBED AREA.

d. TREE PROTECTION FENCE – THROUGH THE USE OF TREE PROTECTION FENCE, THE CONTRACTOR MUST MARK ALL
EXISTING TREES AND SHRUBS WITHIN AND AROUND THE WORK AREA THAT ARE TO REMAIN.  THE CONTRACTOR SHALL
REFER TO THE TREE PROTECTION FENCE DETAILS HEREIN.

e. SOIL STOCKPILES – STOCKPILES SHALL BE LIMITED TO 35’ MAX. HEIGHT AND SHOULD BE REMOVED OR UTILIZED FOR SITE
CONSTRUCTION AS SOON AS PRACTICABLE.

f. DUST CONTROL –SHOULD EXCESSIVE DUST BE GENERATED, THE CONTRACTOR MUST PROMPTLY USE AND APPLY WATER
TO BARE SOIL SURFACES TO ELIMINATE, OR IF NOT POSSIBLE, MINIMIZE, BLOWING DUST.

g. DEWATERING – THE CONTRACTOR MUST PERFORM DEWATERING IN ACCORDANCE WITH STATE AND LOCAL REGULATIONS
AND APPROVED PERMITS.  IT IS THE CONTRACTOR’S RESPONSIBILITY TO OBTAIN AND PAY THE COSTS ASSOCIATED WITH
ANY AND ALL NECESSARY DISCHARGE PERMITS ASSOCIATED WITH SAME.

h. CONSTRUCTION WASTE MATERIAL STORAGE – THE CONTRACTOR MUST LOCATE CONSTRUCTION WASTE MATERIAL
STORAGE AREAS TO MINIMIZE EXPOSURE TO STORMWATER. CONTRACTOR MUST IMMEDIATELY PLACE CONSTRUCTION
WASTE IN ON-SITE STORAGE CONTAINERS UNTIL THAT CONSTRUCTION WASTE IS READY FOR OFF-SITE DISPOSAL.
CONTRACTOR MUST MAINTAIN SPILL PREVENTION & RESPONSE EQUIPMENT AND MAKE SAME CONTINUOUSLY AVAILABLE
ON-SITE FOR USE BY CONTRACTOR'S EMPLOYEES WHO MUST BE PROPERLY TRAINED IN THE APPLICATION OF SPILL
PREVENTION & RESPONSE PROCEDURES.

3. THE CONTRACTOR MUST INSPECT EROSION CONTROL MEASURES WEEKLY. CONTRACTOR MUST IMMEDIATELY CLEAR ANY SILT
GREATER THAN     BEHIND THE FILTER FABRIC AND/OR SILT SOCK BARRIERS AND EXCAVATE AND REMOVE ANY SILT FROM DROP
INLET PROTECTION.

4. THE TERM 'PERMANENT STABILIZATION' USED THROUGHOUT THIS SEQUENCE IS MEANT TO DESCRIBE THE PROPER PLACING,
GRADING, CONSTRUCTING, REINFORCING, LINING, AND COVERING OF SOIL, ROCK, OR EARTH TO ENSURE THEIR PERMANENT
RESISTANCE TO EROSION, SLIDING OR OTHER MOVEMENT. FOR AN EARTH DISTURBANCE TO BE PERMANENTLY STABILIZED, THE
DISTURBED AREA SHALL BE COVERED WITH ONE OF THE FOLLOWING: A MINIMUM UNIFORM 70% PERENNIAL VEGETATIVE COVER,
WITH A DENSITY CAPABLE OF RESISTING ACCELERATED EROSION AND SEDIMENTATION; OR AN ACCEPTABLE BMP THAT
PERMANENTLY MINIMIZES ACCELERATED EROSION AND SEDIMENTATION.

5. BEFORE INITIATING ANY REVISION TO THE APPROVED EROSION AND SEDIMENT CONTROL PLAN OR REVISIONS TO OTHER PLANS
WHICH MAY AFFECT THE EFFECTIVENESS OF THE APPROVED E&S CONTROL PLAN, THE OPERATOR MUST RECEIVE APPROVAL
OF THE REVISIONS FROM THE CONSERVATION DISTRICT. THE OPERATOR SHALL ASSURE THAT THE APPROVED EROSION AND
SEDIMENT CONTROL PLAN IS PROPERLY AND COMPLETELY IMPLEMENTED. IMMEDIATELY UPON DISCOVERING UNFORESEEN
CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED EROSION AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL
IMPLEMENT APPROPRIATE BEST MANAGEMENT PRACTICES TO ELIMINATE POTENTIAL FOR ACCELERATED EROSION AND/OR
SEDIMENT POLLUTION.

6. THE CONTRACTOR MUST APPLY TEMPORARY SEED AND MULCH TO ALL DISTURBED AREAS THAT WILL NOT BE BROUGHT TO
FINISHED GRADE AND VEGETATED WITHIN   DAYS. WHEN AREAS ARE DISTURBED AFTER THE GROWING SEASON, THE
CONTRACTOR MUST STABILIZE SAME WITH GEOTEXTILE FABRIC AND MAINTAIN SAME IN STRICT ACCORDANCE WITH BEST
MANAGEMENT PRACTICES.

7. AS SOON AS SLOPES, CHANNELS, DITCHES, AND OTHER DISTURBED AREAS REACH FINAL GRADE, THEY MUST BE STABILIZED.
WHEN FINAL GRADE IS ACHIEVED DURING NON-GERMINATING MONTHS, THE AREA SHOULD BE MULCHED UNTIL THE BEGINNING
OF THE NEXT PLANTING SEASON. AS DISTURBED AREAS WITHIN A PROJECT APPROACH FINAL GRADE, PREPARATIONS SHOULD
BE MADE FOR SEEDING AND MULCHING TO BEGIN (I.E., ANTICIPATE THE COMPLETION DATE AND SCHEDULE THE SEEDER). IN NO
CASE SHOULD AN AREA EXCEEDING 15,000 SQUARE FEET, WHICH IS TO BE STABILIZED BY VEGETATION, REACH FINAL GRADE
WITHOUT BEING SEEDED AND MULCHED. WAITING UNTIL EARTHMOVING IS COMPLETED BEFORE MAKING PREPARATIONS FOR
SEEDING AND MULCHING IS NOT ACCEPTABLE. SEEDING AND MULCHING REQUIREMENTS ARE SPECIFIED HEREIN.

8. ONCE AREAS HAVE REACHED PERMANENT STABILIZATION AND PRIOR TO DEMOBILIZATION, THE CONTRACTOR MUST REMOVE
ALL TEMPORARY EROSION CONTROL MEASURES, AND ANY ACCUMULATED SILT OR DEBRIS.

9. THE CONTRACTOR MUST CLEAN EXISTING AND PROPOSED DRAINAGE STRUCTURES AND INTERCONNECTING PIPES ON OR
OFF-SITE AS THE JURISDICTIONAL AGENCY REQUIRES, BOTH AT THE TIME OF SITE STABILIZATION AND AT END OF PROJECT.

10. A SITE CONSTRUCTION SEQUENCE IS PROVIDED AS A GUIDE FOR THE CONTRACTOR DURING CONSTRUCTION. PRIOR TO THE
START OF CONSTRUCTION, CONTRACTOR MUST REVIEW THE SEQUENCE, AND ANY REQUESTED CHANGES AND THOSE
REQUESTED CHANGES MUST BE REVIEWED AND APPROVED BY THE JURISDICTIONAL AGENCY.

11. THE GENERAL NOTES MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT PACKAGE AND ARE PART OF THE CONTRACT
DOCUMENTS. THE GENERAL NOTES ARE REFERENCED HEREIN AND CONTRACTOR MUST REFER TO THEM. THE CONTRACTOR
MUST BE FAMILIAR WITH AND ACKNOWLEDGE FAMILIARITY WITH ALL OF THE GENERAL NOTES AND ALL OF THE PLANS’ SPECIFIC
NOTES.

12. INSTALLATION OF EROSION CONTROL DEVICES MUST BE IN ACCORDANCE WITH ALL OF THE MANUFACTURER'S
RECOMMENDATIONS.

13. CONTRACTOR MUST INSTALL ADDITIONAL EROSION CONTROL MEASURES IF ENGINEER OR JURISDICTIONAL AGENCY SO
REQUIRES, TO PREVENT THE DISCHARGE OF SEDIMENT LADEN RUNOFF FROM EXITING THE SITE.

14. THE CONTRACTOR IS RESPONSIBLE FOR INSPECTING AND MAINTAINING ALL EROSION CONTROL MEASURES ON THE SITE UNTIL
PERMANENT STABILIZATION IS ESTABLISHED UNLESS INDICATED OTHERWISE IN LOCAL, STATE AND/OR FEDERAL PROJECT
APPROVALS. THE COST OF INSTALLING AND MAINTAINING THE EROSION CONTROL MEASURES MUST BE INCLUDED IN THE BID
PRICE FOR THE SITE WORK AND THE CONTRACTOR IS RESPONSIBLE FOR ALL SUCH COSTS.
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FEMA NOTE
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LEON COUNTY AND CITY OF TALLAHASSEE, PANEL 303 OF 490”, MAP NUMBER
12073C0303F, WITH A MAP EFFECTIVE DATE OF AUGUST 18, 2009.

This item has been digitally signed and sealed by
Ryan Keith Hileman, PE on the date adjacent to
the seal. Signature must be verified on any
electronic copies.



W E

S

NAD83 NAD83W E

S

NAD83 NAD83

MAHAN DRIVE

CONC CURB &

GUTTER (TBR)

CONC CURB (TBR)

~ASPHALT~ (TBR)

~ASPHALT~ (TBR)

~ASPHALT~ (TBR)

(6) 12"
(7) 17"

(5) 12"
(9) 15"

(8) 18"
(10) 15"

(11) 15"

~LSA~
(TBR)

SWL (TYP) (TBR)

SW
L (

TY
P)

 (T
BR

)

SW
L (

TY
P)

 (T
BR

)

SW
L (

TY
P)

 (T
BR

)

DSYL (TBR)

SYL (TBR)

(4) 33"

A PORTION OF THE
LANDS N/F

LAFAYETTE PLACE OMV, LLC
ORB 4759, PG 2331
PID: 1127150000020

GUY WIRES (TO BE RELOCATED)
CONTRACTOR TO COORDINATE
WITH UTILITY PROVIDER

MAILBOX (TBR)

CONC CURB (TBR)

CONC CURB (TBR)
~LSA~
(TBR)

~LSA~
(TBR)

SIGN (TBR)

SIGN (TBR)

(3) 26"

BEGINNING OF
CURB REMOVAL

END OF CURB
REMOVAL

PROP SAWCUT LINE (TYP)

DOUBLE HEADED LIGHT
POLE (TO BE RELOCATED)

THIS PLAN TO BE UTILIZED
FOR DEMOLITION PURPOSES

ONLY
0

SCALE: 1" = 20'

20 20510

 DEMOLITION
PLAN

C-202

LEGEND

X

ASPHALT (TBR)

EX ROAD CENTERLINE

EX ADJACENT
PROPERTY LINE

PROP BUILDING ENTRANCE

PROP SIGN

PROP PARKING COUNT

PROP SETBACK

PROP BUFFER

PROP PROPERTY LINE

EX PROPERTY LINE

SITE PLAN

CONCRETE
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DEMOLITION NOTES
1. THE CONTRACTOR MUST BE FAMILIAR WITH ALL NOTES ON THE GENERAL NOTES SHEET.
2. PRIOR TO STARTING ANY DEMOLITION, THE CONTRACTOR SHALL OBTAIN A SUNSHINE STATE ONE CALL LOCATION

CERTIFICATION PRIOR TO ANY EXCAVATION OR DEMOLITION. THE NUMBER IS 1-800-432-4770.
3. DEMOLITION ACTIVITIES AND EQUIPMENT SHALL NOT USE AREAS OUTSIDE THE  DEFINED PROPERTY LINE WITHOUT

WRITTEN PERMISSION OF THE OWNER,  AND/OR APPROPRIATE GOVERNMENT AGENCY.
4. CONTRACTOR TO ESTABLISH NEW BENCHMARKS IF EXISTING BENCHMARK WILL BE DISTURBED OR REMOVED.
5. CONTRACTOR TO REMOVE EXISTING TREES OR PLANTS AS SHOWN ON THE TREE DISPOSITION PLAN WITHIN THE

LIMITS OF DISTURBANCE. CONTRACTOR TO  OBTAIN APPROVAL FROM THE OWNER AND ENGINEER OF RECORD
PRIOR TO REMOVING EXISTING TREES NOT SHOWN ON THE TREE DISPOSITION PLAN.TREES TO BE PRESERVED
SHALL BE ADEQUATELY FENCED PRIOR TO CONSTRUCTION. ANY DISCREPANCIES BETWEEN THE TREE
DISPOSITION AND THE CIVIL PLANS SHALL BE SENT IN WRITING BY THE CONTRACTOR TO THE EOR AND LA PRIOR
TO THE START OF ANY CONSTRUCTION FOR RESOLUTION.

6. A RIGHT-OF-WAY PERMIT WILL BE REQUIRED FOR ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY. SPECIFIC
STIPULATIONS OR CONDITIONS WILL BE IMPOSED AT THE TIME OF PERMIT APPLICATION.

7. NO LANE CLOSURES ARE ALLOWED BETWEEN 5:00 A.M. AND  7:30 P.M. THE F.D.O.T. OR LOCAL AUTHORITY HAVING
JURISDICTION (AHJ) RESERVES THE RIGHT TO REQUIRE DIFFERENT HOURS OF LANE CLOSURE. ALL LANE
CLOSURES MUST BE APPROVED BY THE DEPARTMENT AT LEAST TWO WEEKS PRIOR TO THE LANE CLOSURE IN
ACCORDANCE WITH THE DISTRICT LANE CLOSURE POLICY.

8. ALL AREAS WITHIN THE COUNTY OR F.D.O.T. RIGHT-OF-WAY DISTURBED THROUGH THE COURSE OF
CONSTRUCTION WILL BE RE-GRADED AND SODDED.

9. IT SHALL BE THE DEVELOPER'S RESPONSIBILITY TO PROTECT ALL COUNTY OR F.D.O.T. OWNED AND/OR
MAINTAINED INFRASTRUCTURE. ANY/ALL COSTS ASSOCIATED WITH ALTERATIONS, RELOCATIONS, OR REPAIRS
MADE NECESSARY BY THIS DEVELOPMENT SHALL BE BORNE BY EITHER THE OWNER, DEVELOPER, AND/OR
CONTRACTOR. SPLICES IN THE FIBER OPTIC CABLE, SIGNALIZATION OR ROADWAY LIGHTING CONDUCTORS, OR
THE ADDITION OF ADDITIONAL PULL/JUNCTION BOXES WILL NOT BE PERMITTED. IN THE EVENT A CABLE IS CUT,
DAMAGED, OR REQUIRES RELOCATION, THE CABLE(S) SHALL BE RESTORED BACK TO THE ORIGINAL
CONFIGURATION. ORIGINAL CONFIGURATION IS DEFINED AS SYSTEM STATUS, LAYOUT, AND DESIGN PRIOR TO ANY
WORK COMMENCING.

10. FOR UTILITIES TO BE RELOCATED BY THE UTILITY PROVIDER, CONTRACTOR SHALL COORDINATE DEMOLITION
SCHEDULE WITH UTILITY PROVIDERS. DEMOLITION OF SIDEWALKS AND DRIVEWAYS SHALL OCCUR PRIOR TO
UTILITY RELOCATIONS.

11. THERE ARE NO KNOWN WATER COURSES, WATER BODIES, FLOODPLAINS, XERIC UPLANDS, WETLANDS,
CUTTHROAT GRASS SEEPS, HISTORICAL, AND ARCHAEOLOGICAL RESOURCES, OR CONES OF INFLUENCE FOR
POTABLE WELLS, AND AQUIFER RECHARGE AREAS LOCATED WITHIN PROJECT LIMITS.
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DATE ADJACENT TO THE SEAL. PRINTED COPIES
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DATUM NOTE
ELEVATIONS ARE BASED ON NAVD88 DATUM DETERMINED BY DIFFERENTIAL LEVELING AND
TIED IN TO THE NGS BENCHMARK NO. DG5175 WITH A PUBLISHED ELEVATION OF 150.36 FEET.

4' MIN. HEIGHT

1"X4" MINIMUM STRINGER

2"X4" MINIMUM POSTS
12' MAXIMUM SPACING

EXISTING
UNDISTURBED SOIL

NOTES: CRITICAL PROTECTION ZONE: THE AREA SURROUNDING A TREE WITHIN A CIRCLE
DESCRIBED BY A RADIUS OF ONE FOOT FOR EACH INCH OF THE TREE TRUNK DIAMETER AT 54"
ABOVE FINISHED GRADE, FOR GROUPS OF TREES, PLACE BARRICADES BETWEEN TREES AND
CONSTRUCTION ACTIVITY.  ANY CONSTRUCTION ACTIVITY WITHIN THE “CRITICAL PROTECTION
ZONE” SHALL BE BROUGHT TO THE ATTENTION OF THE LANDSCAPE ARCHITECT IMMEDIATELY!
DO NOT PLACE ANY TREE BARRICADE ON PRIVATE PROPERTY BEGIN ALL TREE BARRICADES AT
THE ROW LINE.
*TREE PROTECTION BARRICADES SHALL BE LOCATED TO PROTECT A MINIMUM OF 75% OF THE
CRITICAL PROTECTION ZONE.

DIMENSION VARIES
PER CRITICAL

 PROTECTION ZONE

TREE TRUNK
(LOCATION VARIES)

ELEVATION

PLAN

ROOT PRUNING SHALL NOT EXCEED 25% OF THE
EXISTING ROOT SYSTEM, AND A “BIOBARRIER”
SHALL BE INSTALLED.  IF THE ROOT SYSTEM IS TO
BE IMPACTED BY MORE THAN 25%, THE AFFECTED
TREE MAY BE REMOVED.

IF THE IMPACTED TREE IS LOCATED ON PRIVATE
PROPERTY, THE AFFECTED OWNER SHALL BE
NOTIFIED IN WRITING AND A “RIGHT OF ENTRY”
SHALL BE OBTAINED BY THE OWNER.

2X4 WOOD POSTS

1X4 WOOD STRINGERS
NAIL WOOD STRINGERS
SECURELY TO WOOD POSTS

SAFETY ORANGE NYLON OR
POLYPROPYLENE TYPE FENCE

SECURELY AFFIX FENCE TO
STRINGER WITH STAPLES OR
NAILS

DIMENSION
VARIES PER

CRITICAL
PROTECTION

ZONE

TREE BARRICADE DETAIL
AT LEAST 50% OF THE DRIP
LINE IS TO BE PROTECTED

2

TREE DISPOSITION TABLE

NO. SCIENTIFIC NAME COMMON NAME DBH
(IN.) DISPOSITION PROTECTED

1 6 PROTECTED

2 REMAIN

3

4

5

6

7

8

8

17

18

26

33

12

12

REMOVE

REMOVE

REMAIN

PROTECTED

PROTECTED

PROTECTED

LAGERSTROEMIA INDICA CREPE MYRTLE

9 15 REMOVE

10 15 REMOVE

11 15 REMOVE

REMOVE

REMOVE

REMOVE

REMOVE

PROTECTED

BUTIA ODORATA PINDO PALM

BUTIA ODORATA PINDO PALM

N/A

N/A

OAKQUERCUS SPP.

PINUS TAEDALOBLOLLY PINE

LAGERSTROEMIA INDICA CREPE MYRTLE

2

4

CREDIT/
DEBIT

N/A

N/A

OAKQUERCUS SPP. -30

PROTECTED

PROTECTED

PROTECTED

PROTECTED

CATEGORY

A

A

C

C

A

N/A

N/A

OAKQUERCUS SPP.

OAKQUERCUS SPP.

OAKQUERCUS SPP.

OAKQUERCUS SPP.

C

C

C

C

-8

-8

-10

-10

-10

6TOTAL CREDIT (PRESERVED TREES)

57

92-6-57 = 29TOTAL REMAINING MITIGATION INCHES

-16

TOTAL DEBIT (TREES REMOVED) 92

TOTAL CREDIT (PROPOSED TREES)
SEE L-701 FOR PLANT SCHEDULE

SCIENTIFIC
NAME

COMMON
NAME

SLASH PINEPINUS ELLIOTTI 1x5 = 5

5x6 = 30

CREDIT

3x7 = 21

CATEGORY

A

57

1x1 = 1

CAL
(IN)

# OF
TREES

5

6

7

1

3

3

3

2

SOUTHERN RED OAKQUERCUS FALCATA C

ULMUS ALATA WINGED ELM B

LAGERSTROEMIA
INDICA

CRAPE MYRTLE A

TOTAL CREDITS

PROPOSED TREES (SEE SHEET L-701)

NOTE
REFER TO SHEET L-701 FOR METHOD OF VEGETATIVE STABILIZATION AFTER USE AND
FOR INFORMATION ON PLANNED SITE RESTORATION AND TREE REPLANTING AFTER
USE, MEETING SEC. 5-64 AND 5-83 OF THE TALLAHASSEE LAND DEVELOPMENT CODE.

This item has been digitally signed and sealed by
Ryan Keith Hileman, PE on the date adjacent to
the seal. Signature must be verified on any
electronic copies.



MAHAN DRIVE

PROP GUY WIRE RELOCATION
(CONTRACTOR TO COORDINATE
WITH UTILITY PROVIDER)

PROP TRANSFORMER

T

STD. SIDE ENTRY W/DU

+/- 3,333 S.F.

FFE: 112

8

8

8 FT LANDSCAPE BUFFER

20'

20' 21'

10'

7'

24'

18'

10 FT BUILDING SETBACK

21.7'

22.2'

9'

20'

9'

25 FT BUILDING SETBACK
PROP HEADACHE BAR
(SEE DETAIL ON SHEET C-901)

78.83'

PROP ATM PROP BIKE RACK

5'

18'

EGRESS ONLY

20.6'

PROPOSED CONNECTION
TO EXISTING SIDEWALK

PROP 4' X 4' CAN TRASH ENCLOSURE

PROP MONUMENT SIGN FOR
LOCATION PURPOSES ONLY
(MIN 10' AWAY FROM OHP)
(SEE DETAIL ON SHEET C-901)

45.75'

PROP TYPE 'D' CURB
(PER FDOT INDEX 520-001)

(SEE DETAIL ON SHEET C-902)

PROP BOLLARD MOUNTED ADA SIGN
(SEE DETAIL ON SHEET C-901)(TYP)

PROP 6" BOLLARD 9'
O.C. (TYP)

(SEE DETAIL ON
SHEET C-901)

PROP "STOP" AND "DO NOT ENTER"
BAR AND PAVEMENT MARKINGS (TYP)

PROP ADA STRIPING (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 4" SINGLE
SOLID WHITE LINE

PROP R1-1 STOP SIGN
(SEE DETAILS ON SHEET C-901)

PROP  DIRECTIONAL ARROW
PAVEMENT MARKINGS (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 24" WHITE "STOP" BAR (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 12" WHITE CROSSWALK
(SEE DETAIL ON SHEET C-903)

PROP 3' TRANSITION (TYP)
(SEE DETAIL ON SHEET C-901)

PROP EDGE OF ASPHALT

4'

PROP EDGE OF ASPHALT

PROP R1-1 STOP SIGN AND
R5-1 "DO NOT ENTER" SIGN
(SEE DETAILS ON SHEET C-901)

 10
'R

 10'R

 10'R

 20'R
 20'R 10

'R

 20'R

 10'R

 10
'R

 10'R

 10
'R

 10'R

 15
'R

 15'R

 10
'R

 20'R

 20'R

 5'R

 5'
R

 5'R

 5'
R

 5'
R

PROP ADA PUSH
BUTTON

PROP R1-1 STOP SIGN AND
R5-1 "DO NOT ENTER" SIGN

(SEE DETAILS ON SHEET C-901) 5'

5'

PROP TYPE 'D' CURB
(PER FDOT INDEX 520-001)
(SEE DETAIL ON SHEET C-902)

PROP CURB TRANSITION

PROP 3' TRANSITION (TYP)
(SEE DETAIL ON SHEET C-901)

PROP WHEEL STOP
(TYP)

18'

PROP TYPE CR-C CURB RAMP
(PER FDOT INDEX 522-002)
(SEE DETAIL ON SHEET C-902)

10'

10 FT LANDSCAPE BUFFER

8 FT LANDSCAPE BUFFER

25 FT BUILDING SETBACK

5'

PROP DOUBLE HEADED
LIGHT POLE RELOCATION

PROP HEADACHE BAR
(SEE DETAIL ON SHEET C-901)

PROP BIKE RACK

EGRESS ONLY

PROPOSED CONNECTION
TO EXISTING SIDEWALK

PROP 4' X 4' CAN TRASH ENCLOSURE

PROP MONUMENT SIGN FOR
LOCATION PURPOSES ONLY
(MIN 10' AWAY FROM OHP)

PROP TYPE 'D' CURB
(PER FDOT INDEX 520-001)

(SEE DETAIL ON SHEET C-902)

PROP  ADA SIGN
(SEE DETAIL ON SHEET C-901)(TYP)

PROP 8" BOLLARD  (TYP)
(SEE DETAIL ON SHEET

C-901)

PROP "STOP" AND "DO NOT ENTER"
BAR AND PAVEMENT MARKINGS (TYP)

PROP ADA STRIPING (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 4" SINGLE
SOLID WHITE LINE

PROP R1-1 STOP SIGN
(SEE DETAILS ON SHEET C-901)

PROP  DIRECTIONAL ARROW
PAVEMENT MARKINGS (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 24" WHITE "STOP" BAR (TYP)
(SEE DETAIL ON SHEET C-903)

PROP 12" WHITE CROSSWALK
(SEE DETAIL ON SHEET C-903)

PROP 3' TRANSITION (TYP)
(SEE DETAIL ON SHEET C-901)

PROP EDGE OF ASPHALT

PROP EDGE OF ASPHALT

PROP R1-1 STOP SIGN AND
R5-1 "DO NOT ENTER" SIGN
(SEE DETAILS ON SHEET C-901)

PROP R1-1 STOP SIGN AND
R5-1 "DO NOT ENTER" SIGN

(SEE DETAILS ON SHEET C-901)

PROP TYPE 'D' CURB
(PER FDOT INDEX 520-001)
(SEE DETAIL ON SHEET C-902)

PROP CURB TRANSITION

PROP 3' TRANSITION (TYP)
(SEE DETAIL ON SHEET C-901)

PROP TYPE CR-C CURB RAMP
(PER FDOT INDEX 522-002)
(SEE DETAIL ON SHEET C-902)

W E

S

NAD83 NAD83

THIS PLAN TO BE UTILIZED
FOR SITE LAYOUT PURPOSES

ONLY

0

SCALE: 1" = 20'

20 20510

C-301

SITE
PLAN

LEGEND

X

PROP STANDARD DUTY
CONCRETE PAVEMENT

EX ROAD CENTERLINE

EX ADJACENT
PROPERTY LINE

PROP BUILDING ENTRANCE

PROP SIGN

PROP PARKING COUNT

PROP SETBACK

PROP BUFFER

PROP PROPERTY LINE

EX PROPERTY LINE

SITE PLAN

ZONING TABLE
APPLICANT / OWNER INFORMATION

APPLICANT:
JLL WITH JPMORGAN CHASE

111 POLARIS PKWY
COLUMBUS, OH 43240

PARCEL INFORMATION
PARCEL NUMBER: 1127150000020

SITE ADDRESS: 3111 MAHAN DR

JURISDICTION: CITY OF TALLAHASSEE

ZONE CP (COMMERCIAL PARKWAY)

FUTURE LAND USE: SUBURBAN

EXISTING LAND USE: RETAIL

PROPOSED LAND USE: BANK (COMMERCIAL SERVICES)

FEMA ZONE: ZONE X

BULK REQUIREMENTS
ITEM REQUIRED PROPOSED

MIN. LOT AREA N/A 0.50 AC

MAX INTENSITY (FLOOR AREA RATIO
OF NON-RESIDENTIAL DEVELOPMENT) 0.57 0.15

 MIN OPEN SPACE 20% 30%

 BUILDING HEIGHT 4 STORIES 21'-6" (1 STORY)

MIN. STRUCTURE SETBACKS

FRONT 25' 35'

SIDE (EAST) 25' 33.7'

REAR 10' 79.3'

MIN. LANDSCAPE SETBACKS

 FRONT (NORTH) 10' 10'

 SIDE (WEST) N/A N/A

 SIDE (EAST) 8' 8'

 REAR (NORTH) 8' 8'

AREA CALCULATIONS
TOTAL PROJECT AREA 21,819 SF (0.50 AC)

EXISTING GREEN SPACE 5,090 SF (0.12 AC, 23%)

EXISTING POND AREA 0 SF

EXISTING TOTAL IMPERVIOUS AREA 16,729 SF (0.38 AC, 77%)

PROPOSED GREEN SPACE 6,563 SF (0.15 AC, 30%)

PROPOSED POND AREA 0 SF

PROPOSED TOTAL IMPERVIOUS AREA 15,256 SF (0.35 AC, 70%)

   PROPOSED BUILDING AREA 3,333 SF (0.08 AC, 15%)

   PROPOSED VUA AREA 10,730 SF (0.25 AC, 49%)

   PROPOSED OTHER IMPERVIOUS AREA 1,193 SF (0.03 AC, 6%)

PARKING CALCULATIONS
REQUIRED PARKING SPACES  13 SPACES (1 SPACE PER 250 SF GFA X 3,333 SF GFA)

TOTAL SPACES PROVIDED 16 SPACES (2 ADA)

BICYCLE SPACES REQUIRED 1 SPACES

BICYCLE SPACES PROVIDED 1 SPACES

PROP CONCRETE
SIDEWALK

PROP HEAVY DUTY
CONCRETE PAVEMENT

SITE NOTES
1. THE CONTRACTOR MUST BE FAMILIAR WITH ALL NOTES ON THE GENERAL NOTES SHEET.
2. THE CONTRACTOR SHALL REFERENCE THE GENERAL NOTES SHEET FOR ADA NOTES.
3. THIS SET IS NOT INTENDED FOR BIDDING PURPOSES UNLESS STATED OTHERWISE ON THE PLANS.
4. THE PROPOSED ACTIVITIES SHALL COMPLY WITH AUTHORITY HAVING JURISDICTION (AHJ)

DEVELOPMENT REGULATIONS (LATEST EDITION) INCLUDING, BUT NOT LIMITED TO THE TREE AND
LANDSCAPE CODE, STORM WATER MANAGEMENT REGULATIONS, AND FIRE CODES AT THE TIME OF
PERMITTING.

5. ALL RADII DIMENSIONS ARE 3' AT THE FACE OF CURB UNLESS OTHERWISE NOTED.
6. FREE STANDING SIGNAGE SHOWN ONLY FOR REPRESENTATIONAL PURPOSES, AND SHALL BE

PERMITTED SEPARATELY.
7. STANDARD INDICES REFER TO THE LATEST VERSION OF F.D.O.T. "ROADWAY AND TRAFFIC DESIGN

STANDARDS" AT THE TIME OF DRAWING PREPARATION.

8. SECTION 10-258(9). NOISE SOURCE RESTRICTIONS: IN THE EVENT THAT A PROPERTY ZONED CP
ABUTS A RESIDENTIAL PROPERTY, THE NOISE SOURCE OF THE CP ZONED PROPERTY SHALL NOT
EXCEED AN L10 NOISE LEVEL OF 60 DBA IN THE DAYTIME (7:00 AM TO 10:00 PM) AND AN L10 NOISE
LEVEL OF 50 DBA IN THE NIGHT TIME (10:00 PM TO 7:00 AM) AS MEASURED ON THE PROPERTY LINE
ABUTTING THE SOURCE

9. SECTION 10-258(10). LIGHTING STANDARDS: IN THE EVENT THAT A PROPERTY ZONED CP ABUTS A
RESIDENTIAL PROPERTY, THE NIGHT TIME LIGHTING OF THE CP ZONED PROPERTY SHALL MEET THE
FOLLOWING STANDARDS: NIGHT TIME LIGHTING SHALL NOT EXCEED 0.5 VERTICAL SURFACE FOOT
CANDLE MEASURED AT THE PROPERTY LINE SIX FEET ABOVE GRADE. LIGHTING STANDARDS SHALL
NOT EXCEED 20 FEET IN HEIGHT AND SHALL HAVE RECESSED BULBS AND FILTERS WHICH CONCEAL
THE SOURCE OF ILLUMINATION. NO WALL OR ROOF MOUNTED FLOOD-LIGHTS OR SPOT-LIGHTS USED
AS GENERAL GROUNDS LIGHTING ARE PERMITTED. SECURITY LIGHTING IS PERMITTED.

DATUM NOTE
ELEVATIONS ARE BASED ON NAVD88 DATUM DETERMINED BY GPS
OBSERVATIONS AND TIED IN TO THE NGS BENCHMARK PID NO. DG5175 WITH A
PUBLISHED ELEVATION OF 150.36 FEET.

FEMA NOTE
THE PROPERTY IS LOCATED IN ZONE X (AREA DETERMINED TO BE OUTSIDE THE
0.2%
ANNUAL CHANCE FLOODPLAIN) PER MAP ENTITLED “FIRM FLOOD INSURANCE
RATE MAP,
LEON COUNTY AND CITY OF TALLAHASSEE, PANEL 303 OF 490”, MAP NUMBER
12073C0303F, WITH A MAP EFFECTIVE DATE OF AUGUST 18, 2009.
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THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
REVIEW AND APPROVAL.  IT IS NOT INTENDED AS A CONSTRUCTION

DOCUMENT UNLESS INDICATED OTHERWISE.
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135 WEST CENTRAL BOULEVARD,
SUITE 600

ORLANDO, FLORIDA 32801
Phone: (321) 234-2880
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MAHAN DRIVE

T

2'

10'
6.5'

6.5' 2'

5'

5' 10'

W E

S

NAD83 NAD83

40.5

6.2 23.3 4
25.3

BUS-40 - Inter City Bus
Overall Length 40.500ft
Overall Width 8.500ft
Overall Body Height 12.000ft
Min Body Ground Clearance 1.158ft
Track Width 8.500ft
Lock-to-lock time 5.00s
Max Steering Angle (Virtual) 41.90°

40

8 22

Pumper Fire Truck
Overall Length 40.000ft
Overall Width 8.167ft
Overall Body Height 7.745ft
Min Body Ground Clearance 0.656ft
Track Width 8.167ft
Lock-to-lock time 5.00s
Max Wheel Angle 45.00°

MAHAN DRIVE

T

2'

10'
6.5'

6.5' 2'

5'

5' 10'

THIS PLAN TO BE UTILIZED
FOR SITE LAYOUT PURPOSES

ONLY

0

SCALE: 1" = 30'

30 307.515

C-302

SITE
CIRCULATION

LEGEND

X

PROP STANDARD DUTY
CONCRETE PAVEMENT

EX ROAD CENTERLINE

EX ADJACENT
PROPERTY LINE

PROP BUILDING ENTRANCE

PROP SIGN

PROP PARKING COUNT

PROP SETBACK

PROP BUFFER

PROP PROPERTY LINE

EX PROPERTY LINE

SITE PLAN

PROP CONCRETE
SIDEWALK

PROP HEAVY DUTY
CONCRETE PAVEMENT

DATUM NOTE
ELEVATIONS ARE BASED ON NAVD88 DATUM DETERMINED BY GPS
OBSERVATIONS AND TIED IN TO THE NGS BENCHMARK PID NO. DG5175 WITH A
PUBLISHED ELEVATION OF 150.36 FEET.
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VEHICLE BODY OUTLINE
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Ryan Keith Hileman, PE on the date adjacent to
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STD. SIDE ENTRY W/DU

+/- 3,333 S.F.

FFE: 112

MAHAN DRIVE

PROP A-10
TYPE 9 CURB INLET

(SEE DETAILS ON SHEET C-904)
RIM: 109.70'

(S) 15" INV OUT: 104.64'

T

RCO-01

RCO-01

RCO-03

RCO-02

PROP 78 LF OF 4" PVC
ROOF DRAIN @ 1.70%

PROP 38 LF OF 15" PVC
STM PIPE @ 1.20%

PROP 72 LF OF 6" PVC
ROOF DRAIN @ 3.97%

PROP 41 LF OF 4" PVC
ROOF DRAIN @ 1.70%

PROP 4" X 6" WYE
INV: 105.21

PROP 17 LF OF 4" PVC
ROOF DRAIN @ 1.70%
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THIS ITEM HAS BEEN DIGITALLY SIGNED AND
SEALED BY RYAN KEITH HILEMAN, PE, ON THE
DATE ADJACENT TO THE SEAL. PRINTED COPIES
OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SIGNATURE MUST
BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL NOTES
1. THE CONTRACTOR MUST BE FAMILIAR WITH ALL NOTES ON THE GENERAL NOTES SHEET.
2. CONTRACTOR WILL BE RESPONSIBLE FOR VERIFYING THE LOCATION AND DEPTH OF ALL EXISTING UTILITIES PRIOR TO

CONSTRUCTION. NOTIFY THE ENGINEER IN WRITING OF ANY NECESSARY RELOCATIONS OR CROSSING CONFLICTS
PRIOR TO PROCEEDING WITH CONSTRUCTION.

3. PRIOR TO CONSTRUCTION OR INSTALLATION, SHOP DRAWINGS SHALL BE SUBMITTED TO AND APPROVED BY THE
ENGINEER OF RECORD. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN ALL OTHER AGENCY APPROVALS IF
REQUIRED.

4. COORDINATE ALL UTILITY LEADS AND BUILDING CONNECTIONS WITH THE ARCHITECTURAL PLANS. NOTIFY THE
ENGINEER AND ARCHITECT OF RECORD IN WRITING OF ANY DISCREPANCIES PRIOR TO PROCEEDING WITH
CONSTRUCTION.

5. STANDARD INDEXES REFER TO THE LATEST EDITION OF F.D.O.T. "ROADWAY AND TRAFFIC DESIGN STANDARDS" AT THE
TIME OF DRAWING PREPARATION.

6. ALL DISTURBED AREAS WITHIN RIGHT-OF-WAY WILL NEED TO BE SODDED.

PAVING AND GRADING NOTES
1. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE SURVEYOR'S  BENCHMARKS AND MUST BE VERIFIED BY THE

GENERAL CONTRACTOR PRIOR TO GROUNDBREAK.
2. THE PROJECT SURVEY REFERENCED ON THE COVER SHALL BE CONSIDERED A PART OF THESE PLANS.
3. THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SET FORTH THEREIN ARE A PART OF THE REQUIRED

CONSTRUCTION DOCUMENTS AND IN CASE OF CONFLICT SHALL TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED
OTHERWISE ON THE PLANS.  THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING OF ANY SUCH DISCREPANCY
BETWEEN GEOTECHNICAL REPORT AND PLANS, ETC.

4. ALL UNDERGROUND UTILITIES SHALL BE COMPLETED PRIOR TO CONSTRUCTION OF THE PAVING BASE.
5. WHERE ANY PROPOSED PAVEMENT IS TO BE CONNECTED TO EXISTING PAVEMENT, THE EXISTING EDGE OF PAVEMENT

SHALL BE SAWCUT TO ENSURE A PROPER JOINT.
6. MATERIALS AND INSTALLATION SHALL MATCH THE PAVEMENT DETAILS PROVIDED AND BE INSTALLED ACCORDING TO

FDOT OR OTHER PROJECT SPECIFICATIONS.
7. RETAINING WALLS (IF APPLICABLE) SHOWN ARE FOR GRADING AND LAYOUT PURPOSES ONLY. WALL DESIGN PLANS

ARE TO BE PROVIDED BY OTHERS. SEE WALL DESIGN PREPARED BY OTHERS FOR TRUE TOP AND BOTTOM OF WALL
ELEVATIONS. RETAINING WALLS SHALL BE NO GREATER THAN 6" IN HEIGHT AT THE END OF WALL. RETAINING WALLS
ARE TO BE PERMITTED SEPARATELY.

DATUM NOTE
ELEVATIONS ARE BASED ON NAVD88 DATUM DETERMINED BY DIFFERENTIAL LEVELING AND
TIED IN TO THE NGS BENCHMARK NO. DG5175 WITH A PUBLISHED ELEVATION OF 150.36 FEET.

FEMA NOTE
THE PROPERTY IS LOCATED IN ZONE X (AREA DETERMINED TO BE OUTSIDE THE 0.2%
ANNUAL CHANCE FLOODPLAIN) PER MAP ENTITLED “FIRM FLOOD INSURANCE RATE MAP,
LEON COUNTY AND CITY OF TALLAHASSEE, PANEL 303 OF 490”, MAP NUMBER
12073C0303F, WITH A MAP EFFECTIVE DATE OF AUGUST 18, 2009.

DEWATERING NOTE
CONTRACTOR RESPONSIBLE FOR OBTAINING ALL DEWATERING PERMITS PRIOR TO CONSTRUCTION. OBTAINING
DEWATERING PERMITS IS OUTSIDE OF BOHLERS SCOPE OF WORK.

STORM DRAINAGE NOTES
A. GENERAL:

1. THE CONTRACTOR MUST BE FAMILIAR WITH ALL NOTES ON THE GENERAL NOTES SHEET.
2. DISTANCES AND LENGTHS OF PIPE SHOWN ON PLANS ARE REFERENCED TO THE CENTER OF STRUCTURES.

B. MATERIALS:
1. REINFORCED CONCRETE PIPE (RCP) SHALL MEET THE REQUIREMENTS OF ASTM C-76, CLASS III, WALL

THICKNESS "B", LATEST REVISION. RUBBER GASKETS OR OTHER MANUFACTURER SUPPLIED JOINT SEALER
SHALL BE USED.

2. ALL PVC DRAINAGE PIPE AND FITTINGS SHALL BE NON-PRESSURE  POLYVINYL CHLORIDE (PVC) PIPE
CONFORMING TO ASTM D 3034, SDR 35, WITH PUSH-ON RUBBER GASKET JOINTS.

3. ALL HIGH DENSITY POLYETHYLENE PIPE AND FITTINGS SHALL  MEET THE REQUIREMENTS OF ASTM F2648
AND AASHTO M - 294 LATEST REVISIONS.  ALL PIPING TO BE NON-PERFORATED TUBING.

C. INSTALLATION:
1. PIPE SHALL BE INSTALLED PER MANUFACTURERS SPECIFICATIONS
2. BEDDING AND INITIAL BACKFILL OVER STORM DRAINAGE PIPES SHALL BE PER MANUFACTURES

SPECIFICATIONS  OR  AHJ SPECIFICATIONS IF A PUBLIC PIPE.
D.    CONNECTIONS TO EXISTING STORM STRUCTURES:

1. THE HOLE INTO THE EXISTING STRUCTURE SHALL BE SAW CUT OR CORE DRILLED AND MEET THE AUTHORITY
HAVING JURISDICTIONS (AHJ) DETAIL IF CONNECTING TO A PUBLIC STRUCTURE.

2. USE NON-SHRINKING GROUT TO FILL ALL GAPS AROUND THE JOINT.
3. AFTER PIPE IS CONNECTED WITH THE INLET, THE END OF THE PIPE MUST BE CUT FLUSH WITH THE INSIDE

SURFACE OF THE INLET.
4. REFER TO F.D.O.T. STANDARD PLAN INDEX 425-001 FOR FILTER FABRIC WRAP ON GROUTED PIPE TO

STRUCTURE JOINT DETAIL.

ROOF DRAIN CLEANOUT & PIPE SCHEDULE

CO No. INVERT

RCO-01 107.5

RCO-02 107.21

RCO-03 105.9

THIS PLAN TO BE UTILIZED
FOR GRADING, DRAINAGE AND
UTILITIES  PURPOSES ONLY

LEGEND

G 39.96

RIDGE LINE

PROP STORM MANHOLE

PROP STORM CLEANOUT

PROP TYPE 3 CURB INLET

PROP STORM SEWER

EX STORM SEWER

PROP SPOT ELEVATION

PROP ASPHALT PAVEMENT

PROPERTY LINE

PAVING/GRADING/DRAINAGE PLAN

PROP CONCRETE SIDEWALK

PROP STANDARD DUTY
CONCRETE PAVEMENT

LEGEND

G 39.96

RIDGE LINE

PROP STORM MANHOLE

PROP STORM CLEANOUT

PROP TYPE 3 CURB INLET

PROP STORM SEWER

EX STORM SEWER

PROP SPOT ELEVATION

PROP ASPHALT PAVEMENT

PROPERTY LINE

PAVING/GRADING/DRAINAGE PLAN

PROP CONCRETE SIDEWALK

PROP STANDARD DUTY
CONCRETE PAVEMENT

PROP TYPE 9 CURB INLET

0

SCALE: 1" = 20'

20 20510

*NOTE: THIS PAVEMENT SPECIFICATION IS BASED UPON THE GEOTECHNICAL
REPORT PREPARED BY ECS FLORIDA, LLC, DATED 09/15/2025.

12" STABILIZED SUBGRADE
98% COMPACTION

(MIN LBR 40)

1.5" TYPE SP-9.5 OR TYPE S
ASPHALTIC CONCRETE SURFACE

NOT TO SCALE
ASPHALT PAVEMENT DETAIL

6"
CRUSHED LIMEROCK

98% COMPACTION (MIN LBR 100) OR
CRUSHED CONCRETE (MIN LBR 150)

*NOTE: THIS PAVEMENT SPECIFICATION IS BASED UPON THE GEOTECHNICAL
REPORT PREPARED BY ECS FLORIDA, LLC, DATED 09/15/2025.

8"
CRUSHED LIMEROCK

98% COMPACTION (MIN LBR 100) OR
CRUSHED CONCRETE (MIN LBR 150)

12" STABILIZED SUBGRADE
98% COMPACTION

(MIN LBR 40)

2" TYPE SP-9.5 OR TYPE S
ASPHALTIC CONCRETE SURFACE

NOT TO SCALE

HEAVY DUTY ASPHALT
PAVEMENT DETAIL

*NOTE: THIS PAVEMENT SPECIFICATION IS BASED UPON THE GEOTECHNICAL
REPORT PREPARED BY ECS FLORIDA, LLC, DATED 09/15/2025.

4" CRUSHED LIMEROCK
98% COMPACTION

(MIN LBR 100)

12" STABILIZED SUBGRADE
98% COMPACTION

(MIN LBR 40)

5" 4,000 PSI AIR-ENTRAINED
CONCRETE

NOT TO SCALE
CONCRETE PAVEMENT DETAIL

CONTRACTOR NOTICE 2023 (EEFECTIVE DECEMBER 31, 2023)
THE CONTRACTOR & OWNER WILL BE HELD ACCOUNTABLE DURING CONSTRUCTION FOR ALL SITE IMPROVEMENTS.  COMPLIANCE WITH
FLORIDA STATUTES 553.5041 (F.S.), AND THE 2023 FLORIDA BUILDING CODE, ACCESSIBILITY, 8TH/ EDITION (FBC-A), IS MANDATORY.  IF
NON-COMPLIANT AT FINAL INSPECTION, CONTRACTOR WILL BE REQUIRED TO MODIFY CONSTRUCTION TO COMPLY WITH F.S.  FBC-A &
FBC-B.   THE FOLLOWING ITEMS TAKE PRECEDENCE AND SUPERSEDE OTHER SITE DETAILS ON DRAWINGS:

1. ACCESSIBLE PARKING SPACES SHALL BE LOCATED ON AN ACCESSIBLE ROUTE NO LESS THAN 44” WIDE SO THAT USERS WILL NOT BE
COMPELLED TO WALK OR WHEEL BEHIND PARKED VEHICLES EXCEPT BEHIND HIS OR HER OWN VEHICLE.  RE: §208.3 & §502.3, FBC-A
AND F.S. 553.5041. -

2. ACCESSIBLE PARKING SPACES AND ACCESS AISLES SERVING A PARTICULAR BUILDING SHALL BE LOCATED ON THE SHORTEST
ACCESSIBLE ROUTE FROM THE ACCESSIBLE (H/C) PARKING TO AN ACCESSIBLE ENTRANCE.  §208.3.1 FBC-A & F.S. 553.5041(5)(B). -

3. ACCESSIBLE PARKING SPACES SHALL BE 12 FT  WIDE &  OUTLINED WITH BLUE PAINT.  §502.2 &  §502.6 FBC-A,
4. ACCESS AISLES REQUIRED ADJACENT TO PARKING SPACES SHALL BE 5 FT  WIDE WITH DIAGONAL STRIPING.  §502.3.1, FBC-A
5. ACCESSIBLE PARKING AND ACCESS AISLES SHALL BE LEVEL (NOT TO EXCEED 1:48) ON A STABLE, FIRM & SLIP RESISTANT SURFACE.

RE: §302.1 &  §502.4. FBC-A
6. ACCESSIBLE PARKING IDENTIFICATION SIGNS SHALL BE FDOT APPROVED AND SHALL READ 'PARKING BY DISABLED PERMIT ONLY'

AND SHALL INDICATE A $250 FINE FOR ILLEGAL USE. INSTALL SIGNS A MINIMUM 60 INCHES  FROM THE GROUND TO THE BOTTOM OF
THE SIGN(S).  RE: §502.6 FBC-A AND F.S 553.5041.

7. CURB RAMPS SHALL NOT EXCEED 1:12 SLOPE, AND CURB RAMP FLARES SHALL NOT EXCEED 1:10 SLOPE.  CURB RAMPS AND FLARED
SIDES SHALL NOT ENCROACH UPON PARKING SPACES, ACCESS AISLES, OR VEHICULAR TRAFFIC LANES. THE COUNTER SLOPE OF
ADJACENT ROAD SURFACES & GUTTERS SHALL NOT EXCEED 1:20. RE: §405.2 &  §406., FBC-A

8. CURB RAMPS SHALL HAVE A LANDING WITH A MINIMUM CLEAR LENGTH AND WIDTH OF 36” SHALL BE LOCATED AT THE TOP SIDE OF
EACH CURB RAMP, A CLEAR WIDTH AT LEAST AS WIDE AS THE CURB RAMP (EXCLUDING FLARED SIDES) LEADING TO IT. EXCEPTION:
FOR ALTERATIONS, WHERE THERE IS NO LANDING, CURB RAMP FLARES SHALL BE PROVIDED, AND SHALL NOT BE STEEPER THAN 1:12
SLOPE. RE: §406.4 FBC-A

9. ALL RAMPS WITH A RISE GREATER THAN 6 INCHES SHALL PROVIDE EDGE PROTECTION COMPLYING WITH §405.9 FAC-A.   RAMPS
SHALL HAVE 60 INCHES MIN LEVEL LANDINGS AT THE TOP & BOTTOM. RE: §405.7. FBC-A.

10. ALL RAMPS WITH A RISE GREATER THAN 6” SHALL HAVE HANDRAILS ON BOTH SIDES WITH 12” HORIZONTAL EXTENSIONS AT THE TOP
& BOTTOM OF THE RAMP. MAXIMUM RISE OF A RAMP RUN IS 30 INCHES  ON AN ACCESSIBLE ROUTE.   RE: §1012.8 FBC-B (FLORIDA
BUILDING CODE - BUILDING) AND §505.10 FBC-A.

11. ACCESSIBLE ROUTES TO “MAIN ENTRY” FROM AN ACCESSIBLE PARKING SPACE, AND FROM THE “PUBLIC WAY”, SHALL NOT EXCEED
1:20 SLOPE  UNLESS RAMPS WITH  PROPER HANDRAILS & HANDRAIL EXTENSIONS ARE PROVIDED  AND  WITH A CROSS SLOPE NOT IN
EXCESS OF 1:48. RE: §206, §402 AND §403., FBC-A.

12. *CONNECT BUILDINGS WITHIN THE SAME SITE WITH AN ACCESSIBLE ROUTE WHICH SHALL NOT EXCEED 1:20 SLOPE (UNLESS RAMPS
AND HANDRAILS ARE PROVIDED) AND A MAXIMUM CROSS SLOPE OF 1:48. RE: §206 FBC-A.

* EXCEPTION: AN ACCESSIBLE ROUTE SHALL NOT BE REQUIRED BETWEEN ACCESSIBLE BUILDINGS, ACCESSIBLE FACILITIES, ACCESSIBLE
ELEMENTS, AND ACCESSIBLE SPACES IF THE ONLY MEANS OF ACCESS BETWEEN THEM IS A VEHICULAR WAY NOT PROVIDING
PEDESTRIAN ACCESS. RE: §206.2.2 FBC-A

1

1

This item has been digitally signed and sealed by
Ryan Keith Hileman, PE on the date adjacent to
the seal. Signature must be verified on any
electronic copies.



MAHAN DRIVE

STD. SIDE ENTRY W/DU

+/- 3,333 S.F.

FFE: 112PROP 6" SANITARY SEWER CONNECTION TO
STUBOUT @ INV 108.50'
(SEE PLUMBING PLANS FOR CONTINUATION)

PROP GUY WIRE RELOCATION
(CONTRACTOR TO COORDINATE
WITH UTILITY PROVIDER)

348.4'

POINT OF CONNECTION TO
EXISTING 6" WATERMAIN

PROP 247 LF OF 1.5"
PE BLUE WATER LINE

PROP 1.5" WATER BUILDING CONNECTION
(SEE PLUMBING PLANS FOR CONTINUATION)

PROP 1" DOMESTIC METER
ASSEMBLY AND CURB STOP
(SEE DETAIL  ON SHEET C-901)

PROP 6" X 2" TEE

PROP 2" X 2" TEE AND
2" X 1.5" REDUCER

PROP 1" IRRIGATION STUB
(SEE IRRIGATION PLANS FOR

CONTINUATION)

PROP 6" X 4" WYE
INV: 108.35'

PROP 35 LF - 6" SAN
SDR-26 @ 1.08%

PROP 100 LF - 6" SAN
SDR-26 @ 1.08%

PROP 85 LF - 6" SAN
SDR-26 @1.08%

PROP 64 LF - 6" SAN
SDR-26 @ 1.08%

PROP 84 LF - 6" SAN
SDR-26 @ 1.08%

PROP 8 LF - 4" SAN
SDR-26 @ 1.08%

PROP POINT OF CONNECTION VIA WYE TO
EXISTING 10" PVC SANITARY MAIN  @ INV 102.24'
(CONTRACTOR TO FIELD VERIFY INVERT
ELEVATION AND NOTIFY EOR)

PROP TRANSFORMER

T

PROP 1" METER ASSEMBLY AND
CURB STOP

(SEE DETAIL  ON SHEET C-901)

PROP 20 LF - 6" SAN
SDR-26 @ 1.08%

PROP 265 LF OF 2" PE
BLUE WATER LINE

PROP 2" X 1" 90°
ELBOW

PROP 75 LF - 6" SAN
SDR-26 @ 1.08%
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METERMETER

PROP 1" BACKFLOW PREVENTER
(SEE DETAIL  ON SHEET C-901)

CO-07

CO-04

PROP 77 LF - 6" SAN
SDR-26 @ 1.08%

PROP 33 LF - 6" SAN
SDR-26 @ 1.08%

211.2'

67.1'

148.3'

138.8'

TOTAL DISTANCE FROM
HYDRANT IS ±565 FT
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METERMETERW PROP 2" X 2" TEE

PROP 2" X 1.5" REDUCER

PROP 1" DOMESTIC METER
ASSEMBLY AND CURB STOP
(SEE DETAIL  ON SHEET C-901)

PROP 1" BACKFLOW PREVENTER
(SEE DETAIL  ON SHEET C-901)

PROP 1" BACKFLOW PREVENTER
(SEE DETAIL  ON SHEET C-901)

PROP 1" METER ASSEMBLY
AND CURB STOP

(SEE DETAIL  ON SHEET C-901)

PROP 2" X 1" 90° ELBOW

PROP 1" IRRIGATION STUB
(SEE IRRIGATION PLANS FOR CONTINUATION)

2" PE BLUE WATER LINE

1.5" PE BLUE WATER LINE

C-501

UTILITY
PLAN

THIS PLAN TO BE UTILIZED
FOR UTILITIES PURPOSES

ONLY
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DATE ADJACENT TO THE SEAL. PRINTED COPIES
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BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL NOTE
1. THE CONTRACTOR MUST BE FAMILIAR WITH ALL NOTES ON THE GENERAL NOTES SHEET.
2. ALL ONSITE WATER AND SEWER DISTRIBUTION/COLLECTION LINES/MAINS TO BE PRIVATELY OWNED & MAINTAINED

UNLESS OR UNTIL A UTILITY EASEMENT IS DESCRIBED & APPROVED BY ALL INVOLVED PARTIES.

3. ALL WATER AND SEWER CONSTRUCTION MUST BE IN ACCORDANCE WITH THE LATEST EDITION OF THE “CITY OF
TALLAHASSEE TECHNICAL SPECIFICATION FOR WATER AND SEWER CONSTRUCTION”.

4. FDEP WATER AND WASTEWATER PERMITS MUST BE OBTAINED PRIOR TO BEGINNING CONSTRUCTION.
5. PROPER DOCUMENTATION FOR ALL PUBLIC UTILITY EASEMENTS SHALL BE PROVIDED TO THE PROPERTY

MANAGEMENT DEPARTMENT PRIOR TO CERTIFICATE OF COMPLETION.
6. UTILITY RECORD DRAWINGS ARE REQUIRED PRIOR TO PLACING THIS WATER AND WASTEWATER FACILITIES INTO

SERVICE. CONTRACTOR TO VERIFY REQUIREMENT WITH LOCAL AUTHORITY HAVING JURISDICTION (AHJ) PRIOR TO
START OF CONSTRUCTION.

PRIVATE SANITARY SEWER NOTES
A. GENERAL:

1. DISTANCE AND LENGTHS SHOWN ON PLANS AND PROFILE DRAWINGS ARE REFERENCED TO THE CENTER OF
STRUCTURES.

2. PRIOR TO COMMENCING CONSTRUCTION, CONTRACTOR TO CAMERA EXISTING SANITARY SEWER LINE FROM POINT
OF CONNECTION THROUGH THE NEXT SEQUENTIAL DOWNSTREAM RUN OF PIPE. ADDITIONALLY, PRIOR TO
COMPLETION OF CONSTRUCTION, CONTRACTOR SHALL CAMERA THE NEWLY INSTALLED SANITARY SEWER MAIN TO
ENSURE NO DIPS OR DEBRIS WITHIN LINE.

3. ANY EXISTING SERVICES BEING DISRUPTED SHALL BE REPLACED AND RECOVERED.
4. BYPASS PUMPING MAY BE REQUIRED AND SANITARY SERVICE MAINTAINED WHILE EXISTING SEWER IS BEING

REPLACED. THE BYPASS PUMP DESIGN IS OUTSIDE OF BOHLERS SCOPE OF WORK.
5. THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY AUTHORITY WITH MAKING CONNECTION TO PUMP STATION /

MANHOLE.
6. CONTRACTOR MUST COORDINATE WITH UTILITY AUTHORITY(IES) AND PROPERTY OWNER(S) AND PROVIDE AT LEAST

48-HOURS NOTICE PRIOR TO REPLACING SERVICES.
B. MATERIALS:

1. UNLESS OTHERWISE REQUIRED BY THE AHJ, ALL PVC SEWER PIPE AND FITTINGS SHALL BE NON-PRESSURE
POLYVINYL CHLORIDE (PVC) PIPE CONFORMING TO ASTM D 3034, SDR 26, WITH PUSH-ON RUBBER GASKET JOINTS.

2. ALL FITTINGS AND ACCESSORIES SHALL BE PER PLANS, AHJ SPECIFICATIONS, OR APPROVED EQUAL.
3. ALL SANITARY CLEANOUTS WITHIN PAVEMENT SHALL HAVE A LID THAT IS H20 LOADING.

C. INSTALLATION:
1.  PIPE AND FITTINGS:

a. SEWER PIPE SHALL BE INSTALLED IN ACCORDANCE WITH ASTM D2321, AND THE UNI-BELL PLASTICS PIPE
ASSOCIATION'S 'RECOMMENDED PRACTICE FOR THE INSTALLATION OF PVC SEWER PIPE.'

b. BEDDING AND INITIAL BACKFILL OVER SEWER MAINS AND SERVICES SHALL BE PER AHJ SPECIFICATIONS.
2.  CLEANOUTS:

a. CLEANOUTS SHALL BE SET PLUMB TO LINE AND GRADE ON FIRM CLEAN SUBGRADE PROVIDING UNIFORM BEARING
UNDER THE BASE.

b. ALL OPENINGS AND JOINTS SHALL BE SEALED WATER-TIGHT.
3.  SERVICE:

a. MINIMUM SLOPE OF ALL SERVICE LINES SHALL BE 1.04% FOR 6" PIPES AND 2.08% FOR 4" PIPES, UNLESS
OTHERWISE ALLOWED BY THE AHJ.

b. EACH SERVICE CONNECTION SHALL BE PLUGGED WATER-TIGHT WITH AN APPROVED PLUG.
c. CONNECTION OF SERVICES TO BUILDING'S PLUMBING SHALL BE COORDINATED WITH THE ARCHITECTURAL

DRAWINGS.
D. TESTING:

1. ALL TESTING SHALL CONFORM TO AHJ REQUIREMENTS UNLESS OTHERWISE NOTED

PRIVATE WATER DISTRIBUTION NOTES
1. CONTRACTOR SHALL FOLLOW GUIDELINES AND PROCEDURES OUTLINED BY UTILITY PROVIDER, AND HAVE UTILITY

PROVIDER'S MANUAL ON-SITE AT ALL TIMES. THIS POLICY MANUAL SHALL BE CONSIDERED PART OF THE
CONSTRUCTION DOCUMENTS AS IT PERTAINS TO APPROVED MATERIALS, INSTALLATION METHODS, INSPECTION
NOTIFICATION, AND AS-BUILT/PROJECT CLOSEOUT REQUIREMENTS.

2. ALL PIPES AND FITTINGS SHALL MEET THE REQUIREMENTS OF ASTM D2241 AND ASTM D3035 LATEST REVISIONS.  ALL
PIPING TO BE NON-PERFORATED TUBING. IF THE PIPE MATERIAL SPECIFIED OR PROCURED BY THE GC IS NOT
GOVERNED BY THE ASTM SPECIFICATIONS NOTED, IT IS THE CONTRACTORS RESPONSIBILITY TO VERIFY ALL
MANUFACTURERS SPECIFICATIONS ARE ADHERED TO.

3. CONTRACTOR TO COORDINATE WITH UTILITY AUTHORITY AND ADJACENT PROPERTY OWNERS AND BUSINESSES FOR
ANY ANTICIPATED WATER INTERRUPTIONS FOR CONNECTION TO EXISTING WATER LINE.

4. CONTRACTOR TO DEFLECT OR BEND WATER LINES AS NECESSARY TO MAINTAIN 12" VERTICAL SEPARATION FROM
STORM SEWER PER FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION UNLESS A GREATER CLEARANCE IS
REQUIRED BY THE AHJ.

DATUM NOTE
ELEVATIONS ARE BASED ON NAVD88 DATUM DETERMINED BY DIFFERENTIAL LEVELING AND
TIED IN TO THE NGS BENCHMARK NO. DG5175 WITH A PUBLISHED ELEVATION OF 150.36 FEET.

0

SCALE: 1" = 20'

20 20510

EX. UNDERGROUND
ELECTRIC LINE

EX. STORM SEWER

EX. SANITARY
SEWER MAIN

PROP BACKFLOW
PREVENTER

EX. SANITARY
MANHOLE

EX. GAS LINE

EX. OVERHEAD LINE

OH OHPROP
OVERHEAD LINE

LEGEND
UTILITY PLAN

METER

WV

E E

PROP UNDERGROUND
WATER LINE

PROP UNDERGROUND
ELECTRIC LINE

PROP STORM SEWER

PROP SANITARY
SEWER MAIN

PROP SANITARY
CLEANOUT

PROP WATER
METER

PROP WATER
VALVE

S S

EX. UNDERGROUND
WATER LINE

EX. UNDERGROUND
ELECTRIC LINE

EX. STORM SEWER

EX. SANITARY
SEWER MAIN

PROP BACKFLOW
PREVENTER

EX. SANITARY
MANHOLE

EX. GAS LINE

EX. OVERHEAD LINE

OH OHPROP
OVERHEAD LINE

LEGEND
UTILITY PLAN

METER

WV

SANITARY CLEANOUT SCHEDULE
NOTE: ALL RIMS ARE TO BE AT GRADE. CO RIMS IN UNPAVED AREAS ARE TO BE
PROVIDED WITH A CONCRETE COLLAR.

CO No. INVERT

CO-01 108.48

CO-02 108.39

CO-03 107.48

CO-04 106.79

CO-05 105.87

CO-06 104.79

CO-07 103.96

CO-08 103.58

CO-09 103.22

CO-10 102.41

1

REQUIRED FIRE FLOW:

BUILDING TYPE BUILDING AREA
(SQ. FT.)

FIRE FLOW (GPM) DURATION
(HOURS)

2B (II(000)) 3,333 1500 2

1

PLEASE SEE CONNECTION DETAIL
(ON THIS SHEET)

WATER CONNECTION DETAIL

0

SCALE: 1" = 10'

10 102.55

2
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MAHAN DRIVE

STD. SIDE ENTRY W/DU

+/- 3,333 S.F.

FFE: 112
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TOTAL DISTANCE FROM
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Calculation Summary

* REFER TO ARCHITECTURAL DRAWINGS FOR FINAL LOCATION AND MOUNTING HEIGHT

*BUILDING MOUNTED LIGHTING SHOWN FOR ILLUSTRATIVE PURPOSES ONLY. REFER TO ARCHITECTURAL PLANS FOR FINAL
LOCATIONS AND SPECIFICATIONS.

LABEL QTY ARRANGEMENT LUM. LUMENS LLF DESCRIPTION
L-21B* 1 SINGLE 6038 0.900 LUMARK XTOR (XTOR6B-W-BZ-MS-L20-CBP)
L4* 5 SINGLE 998 0.900 LUMIERE LANTERRA (9004-W1-RW-LED4080-W-W-L1-UNV-WIS)
L7R* 5 SINGLE 1653 0.900 LF ILLUMINATION RECESSED CAN (5811-1SA-T-20L-8040-W-1-BB)
L-7-R-EM* 1 SINGLE 1653 0.900 LF ILLUMINATION RECESSED CAN (5811-1SA-T-20L-8040-W-1-BB-EM)
P3 1 SINGLE 15300 0.900 Current Evolve EACL, Type 3, Zero Up-Light (EACL01-x-F3-AW-7-40)
P4 3 SINGLE 15000 0.900 Current Evolve EACL, Type 4, Zero Up-Light (EACL01-x-F4-AF-7-40)
P4-D 3 BACK-BACK 15000 0.900 Current Evolve EACL, Type 4, Zero Up-Light (EACL01-x-F4-AF-7-40)

LABEL CALCTYPE UNITS AVG MAX MIN AVG/MIN MAX/MIN
All Points ILLUMINANCE FC 1.85 45.7 0.0 N.A. N.A.

ATM 50' Radius - Vestibule (3' AFG) 5.91 38.7 2.4 2.46 16.13
ATM 50' Radius Drive Up 6.14 20.8 2.4 2.56 8.67

ATM Parking 4.24 6.7 2.9 1.46 2.31
Paved Area 4.21 6.2 2.7 1.56 2.30

POLE

---
TECH LIGHT SQUARE STEEL POLE (SSP-24-4-11-BK-DM2XX)

---
---
---

TECH LIGHT SQUARE STEEL POLE (SSP-24-4-11-BK-DM2XX)
TECH LIGHT SQUARE STEEL POLE (SSP-24-4-11-BK-DM2XX)

ATM 50' Radius - Vestibule 5.63 45.7 2.9 1.94 15.76

ATM 50' Radius Drive Up (3' AFG) 8.00 91.9 2.3 3.48 39.96

ILLUMINANCE
ILLUMINANCE
ILLUMINANCE
ILLUMINANCE
ILLUMINANCE
ILLUMINANCE

FC
FC
FC
FC
FC
FC

THIS PLAN TO BE UTILIZED
FOR LIGHTING PURPOSES

ONLY
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THIS DRAWING IS INTENDED FOR MUNICIPAL AND/OR AGENCY
REVIEW AND APPROVAL.  IT IS NOT INTENDED AS A CONSTRUCTION

DOCUMENT UNLESS INDICATED OTHERWISE.
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THIS ITEM HAS BEEN DIGITALLY SIGNED AND
SEALED BY RYAN KEITH HILEMAN, PE, ON THE
DATE ADJACENT TO THE SEAL. PRINTED COPIES
OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SIGNATURE MUST
BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL LIGHTING NOTES:

1. THE GENERAL NOTES, FOUND ON THE NOTES PAGE OF THIS PLAN SET, MUST BE INCLUDED AS PART OF THIS ENTIRE DOCUMENT
PACKAGE AND ARE PART OF THE CONTRACT DOCUMENTS. THE ELECTRICAL CONTRACTOR MUST BECOME FAMILIAR WITH, REFER
TO AND FULLY COMPLY WITH THESE NOTES, IN THEIR ENTIRETY.

2. THE ELECTRICAL CONTRACTOR MUST COMPLY WITH ALL APPLICABLE CONTRACTOR REQUIREMENTS INDICATED IN THIS LIGHTING
PLAN, INCLUDING BUT NOT LIMITED TO GENERAL NOTES, GRADING AND UTILITY NOTES, SITE SAFETY, AND ALL APPLICABLE
AGENCY AND GOVERNMENTAL REGULATIONS. THE LIGHTING PLAN DEPICTS PROPOSED, SUSTAINED ILLUMINATION LEVELS
CALCULATED USING DATA PROVIDED BY THE NOTED MANUFACTURER(S). ACTUAL SUSTAINED SITE ILLUMINATION LEVELS AND
PERFORMANCE OF LUMINAIRES MAY DIFFER FROM THE VALUES DEPICTED ON THIS PLAN DUE TO VARIATIONS IN WEATHER,
ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, MAINTENANCE, THE SERVICE LIFE OF EQUIPMENT AND LUMINAIRES, EXISTING
AMBIENT LIGHT SOURCE ON AND OFF SITE, AND OTHER RELATED VARIABLE FIELD CONDITIONS.

3. THE LIGHTING VALUES AND CALCULATION POINTS DEPICTED ON THIS PLAN ARE ANALYZED ON A HORIZONTAL GEOMETRIC PLANE
AT GROUND LEVEL UNLESS OTHERWISE NOTED. ILLUMINATION LEVELS ARE SHOWN IN FOOTCANDLES (FC).

4. THE LIGHTING PLAN IS INTENDED TO SHOW THE LOCATIONS AND TYPE OF LUMINAIRES. POWER SYSTEM, CONDUITS, WIRING,
CONTROLS, AND OTHER ELECTRICAL COMPONENTS ARE SOLELY THE ARCHITECT'S, ELECTRICAL ENGINEER'S AND/OR ELECTRICAL
CONTRACTOR'S RESPONSIBILITY, AS INDICATED IN THE CONSTRUCTION CONTRACT DOCUMENTS. THE CONTRACTOR MUST
COORDINATE WITH THE PROJECT ARCHITECT AND/OR ELECTRICAL ENGINEER REGARDING ANY AND ALL POWER SOURCES AND
TIMING DEVICES NECESSARY TO MEET THE DESIGN INTENT. THESE ITEMS MUST BE INSTALLED AS REQUIRED BY FEDERAL, STATE
AND LOCAL REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION OF LIGHTING FIXTURES AND APPURTENANCES
IN ACCORDANCE WITH THE NATIONAL ELECTRIC CODE (NEC) AND ALL APPLICABLE BUILDING AND LOCAL ELECTRICAL CODES.

5. THE ELECTRICAL CONTRACTOR MUST BRING IMMEDIATELY, IN WRITING, ANY LIGHT LOCATIONS THAT CONFLICT WITH DRAINAGE,
UTILITIES, OR OTHER STRUCTURE(S) TO THE PROFESSIONAL OF RECORD'S ATTENTION, PRIOR TO THE START OF CONSTRUCTION.

6. THE ELECTRICAL CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL LIGHTING IS INSTALLED PER THIS LIGHTING PLAN,
INCLUDING THE LOCATION, ORIENTATION, SHIELDING, AND/OR ROTATED OPTICS IN ORDER TO ACHIEVE THE LIGHTING LEVELS
DEPICTED ON THIS PLAN.  EXISTING POLES AND FOUNDATIONS ARE NOT TO BE REUSED.

7. UPON OWNER'S ACCEPTANCE OF THE COMPLETED PROJECT, THE OWNER SHALL BE RESPONSIBLE FOR ALL MAINTENANCE,
SERVICING, REPAIR AND INSPECTION OF THE LIGHTING SYSTEM AND ALL OF ITS COMPONENTS AND RELATED SYSTEMS. THE
LUMINAIRES, LAMPS AND LENSES MUST BE REGULARLY INSPECTED/MAINTAINED TO ENSURE THAT THEY FUNCTION PROPERLY.
THIS WORK SHOULD INCLUDE, BUT IS NOT LIMITED TO, VISUAL OBSERVATION, CLEANING OF LENSES, AND OTHER MAINTENANCE
SPECIFIED BY THE MANUFACTURER. FAILURE TO FOLLOW THE ABOVE STEPS COULD RESULT IN IMPROPER LIGHT DISTRIBUTION
AND FAILURE TO COMPLY WITH THE APPROVED DESIGN.

8. THE LIGHT LOSS FACTORS (LLF) DEPICTED IN THE LUMINAIRE SCHEDULE ON THIS PLAN ARE BASED ON DATA PROVIDED BY THE
MANUFACTURER FOLLOWING IES LM-80-21 TESTING (OR MOST RECENT EDITION).  THE LIGHT LEVELS DEPICTED ON THIS PLAN
WERE CALCULATED BASED ON THE LLF LISTED IN THE LUMINAIRE SCHEDULE.

9. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL PROVIDE SUBMITTALS TO BOHLER FOR REVIEW AND APPROVAL.
SUBSTITUTION REQUESTS MUST BE ACCOMPANIED BY A HORIZONTAL PHOTOMETRIC STUDY DEMONSTRATING THAT THE
LUMINAIRE(S) IN QUESTION WILL MEET THE DESIGN INTENT OF THIS PLAN.  SUBSTITUTION REQUESTS WITHOUT A PHOTOMETRIC
STUDY WILL BE REJECTED.

10.LIGHT POLE FOUNDATIONS ARE SHOWN ON THE PLAN IN THE INTENDED LOCATION BASED ON THE LIGHTING CALCULATIONS,
UNLESS OTHERWISE NOTED. LIGHT SYMBOLS ARE SHOWN LARGER THAN ACTUAL SIZE, HOWEVER FOUNDATION SIZE IS SHOWN AT
ACTUAL SIZE.

LIGHT POLE FOUNDATION NOTE:

THE LIGHT POLE FOUNDATION DETAIL CAN BE FOUND ON THE STRUCTURAL PLANS.

This item has been digitally signed and sealed by
Ryan Keith Hileman, PE on the date adjacent to
the seal. Signature must be verified on any
electronic copies.
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